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ABolite Reflector Features 


ABOLITE REFLECTORS THE 
IDEAL UNITS 


ABolite Porcelain-Enameled Steel Reflectors are 
made in the designs and sizes listed in this catalog, 
and will be found to meet all requirements of 
industrial lighting. For years they have been 
unsurpassed in design and manufacture, and are 
in use in thousands of plants here and abroad. 


ACCURATE MANUFACTURE 


Correct design is backed by accurate manu- 
facture. ABolite reflectors are not ‘‘spun’’ into 
shape by hand in the usual manner. They are 
pressed and drawn into correct and uniform pro- 
portions and curvature by means of dies in powerful 
presses; and every operation from the preliminary 
blanking to the final enameling is carried out under 
the strictest supervision in our own plant. The 
workmanship and finish of Abolite units is well 
known throughout the world. 


INTERCHANGEABLE FEATURES 


All ABolite detachable reflectors and their 
respective holders are so made as to permit any 
desired combination of holder and reflector to be 
made. An RLM reflector, for instance, may be 
substituted for a deep bowl reflector at any time, 
in a few seconds, and without disturbing either the 
holder or the wiring. ABolite reflectors therefore, 
allow you to meet changing illumination needs at 
a minimum of cost. 


PLANNING YOUR LIGHTING 


To assure your lighting system being the suc- 
cess you wish it to be is not difficult. 


The chart and table given on Page t4give 
detailed information on spacing, height of mount- 
ing, size of lamp, type of reflector, light intensity, 
etc., and is easily followed. In addition, we are 
always ready to put the experience, which we have 
gained in years of reflector manufacturing, at your 
disposal in solving your industrial lighting problems. 








IMPORTANT ANNOUNGE MENT. 


THE REFLECTOR & LAMP MANUFACTURERS SPECIFICATION 


THE REFLECTOR AND LAMP MANUFACTURERS SPECIFICATION HAS BEEN EXTENDED TO INCLUDE 
OTHER REFLECTORS IN ADDITION TO THE TYPE KNOWN AS R.L.M. 


ABOLITE DEEP BOWL AND SYMMETRICAL ANGLE REFLFCTORS WILL NOW CARRY THE R.L.M. LABELS. 





ILLUSTRATION OF LABEL IS SHOWN HEREWITH. 


RECOMMENDED ILLUMINATION REQUIREMENTS 
Given in Degrees of Illumination on Work in Foot Candles 


Very Fine 15 to 25 
Mfg. Foot Candles 


Drafting Rooms, Laboratories, Tool Rooms, Jewelry Mfg., 
Engraving, Fine Assembly. 





Fine Mfg. 
Stores 


Medium Mfg. 


Offices 


Rough 
Mfg. 


Foot Candles 


Foot Candles 


Foot Candles 


10 to 15 Show Rooms, Stores, Sorting, Screw Machines, Buffing, Frame 





Assembly, Bakeries’, Inspection, Laundnes, Printing. 


5 to 10 Offices, Reading Rooms, Class Rooms, Foundries, Switch Boards, 


Machine Shops, Gymnasiums, Textile, Polishing, Plating. 


3 to 6 Auditoriums, Bowling Alleys, Corridors, Lobbies, Washrooms, 





Storage 
Stairways 


Foot Candles 


Toilets, Vaults, Locker Rooms, Forging, Boiler Rooms, Garages. 


1 to 3 Storage, Aisles, Stairways, Auto Parking, Auto Storage, Out- 





door Construction. 
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Get all of the Advantages of 


BETTER ILLUMINATION 


SELECT THE ABOLITE DUO-MOVE MAINTENANCE SYSTEM 
FOR SCIENTIFICALLY CORRECT ILLUMINATION 


The DUO-MOVE MAINTENANCE SYSTEM simplifies 


the carrying out of a set program for the cleaning of 
With the Duo-Move Maintenance System 


the lighting equipment. It Is so Little Trouble to Replace the Dirty 

Unit with Thoroughly Cleaned Reflectors 

CLEANING—AN AID TO PRODUCTION That It Will Be Done and the Maximum of 
After a good illumination job is installed one of the Light Obtained. 

most important and vital duties of the Maintenance De- Let the Abolite Duo-Move Maintenance 

partment is to keep the reflectors clean so that the most System Guarantee: You Full Valnotonvous 


benefit from this investment is obtained. It has been Gea 

found in most industrial plants a large portion of every Lighting Dollar. 

dollar spent for lighting is wasted because dirt and Scientific Lighting System. 

dust is allowed to absorb most of the light. Maximum Illumination at Minimum Ex- 
As much as 10 to 50% of the light is absorbed by the 

collection of dirt and dust on lighting equipment. This 

percentage of course runs high where there is 


pense. 
Low Upkeep and Maintenance Expense. 


considerable dust and smoke, and the nature of the Fe 
|™ 


work creates oily vapors that cling to the reflectors. 
This important duty is often overlooked due to lack 
of proper equipment to take care of the cleaning 
of the lighting equipment. The saving in production 
time obtained by installing a good lighting system is 
soon wiped out due to this oversight and carelessness. 

It is necessary to employ a regular cleaning and lamp 
replacement program and chart No. 3 gives the inter- 
vals between cleaning of the lighting equipment to ob- 
tain the maximum efficiency. 





(CHART NO. 3) 


























Type of Character Interval in Days 
Lighting Unit of Location Between Washings ASX 
reeSe De 
; 5 43 ‘ s Candl : 
Direct Units, Enclosing Very Dirty 7 Figure 4. Witte Gaeeeeaeeee has about two- 
Globes, and Closed Semi- Dirty 15 thirds the effect of a thorough washing. “A” 
; ae J shows the efficiency with a dirty reflector; ‘B,” 
Indirect Units Average 30 with the reflector wiped out; “C,” with the re- 
Clean 60 flector thoroughly washed. 
There is considerable difference be- 
tween merely wiping out the reflector, for 
Open-Top, Semi-Indirect Average 15 on the average this operation has about 
and Indirect Units Clean 30 two-thirds the effect of a thorough wash- 
ing, and 33% of the reflecting factor of 
the unit is lost. By replacing the dirty 
In locations where the lighting units accumulate nothing but dry reflector with a clean reflector as is done 
dust or smoke, satisfactory results are obtained by washing the with the use of the Duo-Move Changer, 
units at one cleaning period and merely wiping them with a damp it enables you to obtain 100% of your 
cloth at the next. light output. Note figure No. 4. 
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The Old Way 
Dangerous—Slow— Costly 


The new ABolite Duo-Move System, made 
up of Duo-Move Hood, Duo-Move Reflector 
and Duo-Move Changer, was designed to 
meet a need for a fitting that would per- 
mit the reflector, glass globe and lamp to 
be taken down as a unit for cleaning and 
lamp replacement—without the use of a 
ladder, etc.—also as an aid to the quick re- 
placement of unit where it is important 
to avoid interruption of machine produc- 
tion. In such cases the light will be out 
only a few seconds while the unit for 
which repairs or cleaning is needed is 
removed and a perfect unit put up. 


Duo-Move Hood 

In the Duo-Move Hood is a separable 
socket having an upper member that is 
permanently attached to the conduit and 
is the same for all sizes and types of re- 
flectors. The lower member is attached 
to the reflector and is made in Medium 
and Mogul Base sizes. Particular atten- 
tion has been given to the question of 
easy wiring, and large wire-ways have 
been provided along with binding screws 
having extra large heads. 

For exceptionally easy wiring, back off 
left hand threaded nut, slip hood up the 
stem and socket, and terminals are ex- 
posed. 

Through the use of large-capacity con- 
centric terminals, the polarity of the 
socket remains unchanged in any position. 
Units can be taken down and put up with- 
out turning off the current, and during 
this operation, arcing will not occur. 

The bell shape of the hood provides 
easy entrance for the reflector neck at 
mounting heights as much as twenty feet. 





ABOLITE DUO-MOVE 


MAINTENANCE SYSTEM 





A reflector is only of 
service to a lamp—that 
service can only be per- 
formed when the reflector 
is kept clean. Duo-Move 
System makes it possible 
to protect your original in- 
vestment and get the full 
value of your dollar. 


U.S. PATENT 
No. 1,843, 618 





ABOLCITE 





The New Way 
Efficient--Safe—Speedy 


The bearing between the hood and the 
reflector neck makes it work as easily 
when the unit is suspended from an 
aligner as when suspended from a rigid 
stem. 


Duo-Move Reflector 

A complete line of ABolite Reflectors 
embracing all standard shapes can be ob- 
tained in this new system. Glass-Steel 
Units and ABolite Diffusers are also avail- 
able for this system. Glass globe, lamp 
and reflector are removed and replaced at 
once as a unit. 

In practice it is convenient to have one 
extra unit of each type on the cleaning and 
re-lamping truck. Then as it is desired to 
clean and relamp, the extra unit progres- 
sively replaces the units removed, causing 
little or no interruption of work. 


Duo-Move Changer 

The Duo-Move Changer is a device sim- 
ple and positive in operation, eliminating 
entirely the use of stepladder, ladder or 
crane in the taking down or putting up of 
reflector unit. At a mounting height of 12 
to 14 ft. a complete unit can be taken down 
and replaced in less than one minute. It is 
a safety device because it can be used in 
and among moving belts and shafting and 
over machines that are in operation. A 
workman on a stepladder is always a haz- 
ard, not only to himself but to workmen 
beneath him. 

The Duo-Move Changer is supplied in 
various lengths to accommodate different 
mounting heights. 
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ABOLITE DUO-MOVE MAINTENANCE SYSTEM 


UNITED STATES PATENT 2.041425 


EQUIPPED WITH PATENTED SEPARABLE SOCKET UNITED STATES PATENT 
No. 1,940,429 


RLM TYPE REFLECTOR 
atalog List Code Lamp Diam. | Height |Stand.Pke. 
Number Price Word Watts 


Inches | Inches 












25-60 
75-100 
150 
200 
300-500 
750=1000 



















STANDARD DOME TYPE REFLECTOR 
List Code Lamp Diam. | Height 
Price Word Watts Inches } Inches 


Daisy | 300-500 












DEEP BOWL TYPE REFLECTOR 


Catalog List Code Lamp Diam. | Height|Stand.Pkg. 


Number Price Word Watts Inches | Inches 









75-100 
150 
200 

300-500 

750-1000 













SOCKET ADAPTER TAPPED I-2 INCH: 3-4 INCH SUPPLIED ON ORDER 








STANDARD COLOR: GREEN OUTSIDE -WHITE INSIDE. 






DUO-MOVE REFLECTOR CHANGER 
ILLUSTRATED ON PAGE 7. 


ahdaeae List Code | Length Mounting Height 
umber Price | Word Feet 


DMC 3 For mounting heights up to Tatts 
For mounting heights up to e ft. 
For mounting heights up to 14 ft. 
mounting heights 
mounting heights 











FOR MOUNTING HEIGHT MORE THAN 1!8 FT. WRITE FOR INFORMATION. 


SCHEDULE 
A 
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Glass-Steel Units provide soft, well diffused light. In the top of the Reflector are 
openings that permits a portion of the light to pass through to the ceiling giving a 
better lighted appearance to the room in which they are used. They are ideal for the 
Illumination of School-rooms, Offices, Show-rooms and all situations where diffused 
light is desirable. Globes are of high grade, smooth finished Opal glass. Globes are 
held in place by a new type holder which when closed, completely encircles the neck 
of the globe. This holder permits easy removal of globe for cleaning or re-lamping. 


GLASS=STEELY UNITS RDUO=MOVE S¥S02£M 


Catalog List Code Lamp Diam. |Height |Stand. 
Number Price] Word Watts Inches |Inches J 


DMGS 200 |$9.70|Goats 150-200 


DMGS 500 |13.30/Garden | 300-500 
DMGS 1000]19.30|Gilder | 750-1000 


SOCKET ADAPTER TAPPED I-2 INCH: 3-4 INCH SUPPLIED ON ORDER 
ABOVE UNITS FITTED WITH PATENTED SOCKET U.S. No.1,940,429. 












PRICES APPLY TO UNITS EQUIPPED WITH STANDARD OPAL GLASS GLOBES IN EVERY INSTANCE. 
WHERE TRUETINT GLOBES ARE REQUIRED, ADD TO THE LIST PRICES GIVEN ABOVE AS FOLLOWS: 
200 WATT SIZE $0.50 EACH.500 WATT SIZE $ 1.75 EACH, 





STANDARD COLOR OF GLASS-STEEL UNITS IS WHITE. 


NOTE: SEE PAGE 12 FOR PRICES OF REPLACEMENT GLOBES. 
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ABOLITE DIFFUSER UNITS have the same general characteristics as Glass-Steel Units. 
They are available in various types in sizes ranging from 200 to 1500 watts.They are 
highly efficient in providing glareless illumination for fine machine work,printing, 
textile making and general office lighting. The larger sizes are very efficient for 
the lighting of Auditoriums, Armories, Skating Rinks and places of general indoor 
assembly. Abolite Diffuser Units are sold only complete with globe. 


ABOLITE DIFFUSER UNITS  DUO-MOVE SYSTEM 


Catalog Ea ear i bad Diam. | Height|Stand.Pke. 
Number Ea ear i bad Inches | Inches} Qty. | Wat | 


DMAD 200] $ 9.70/Divide| 150-200 15 1-4 
DMAD 500 13.30} Dipper | 300-500 74 


SOCKET ADAPTER TAPPED I-2 INCH: 3-4 INCH SUPPLIED ON ORDER. 
ABOVE UNITS FITTED WITH PATENTED SOCKET U.S. No. 1,940,429. 





STANDARD COLOR OF GLASS-STEEL UNITS IS WHITE. 


NOTE: SEE PAGE 13 FOR PRICES OF REPLACEMENT GLOBES. 


SCHEDULE 
A 
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REFLECTORS WITH SEPARABLE SOCKETS 


The NEW SEPARABLE SOCKET is designed to meet 
the need for a fitting that would permit the 
reflector and lamp to be removed as a unit 
for cleaning and lamp replacements and as an 
aid to the quick replacement of units where 
it would be desirable to continue to operate 
machinery while replacements are being made. 
Where Glass-Steel or ABolite 
Diffuser Units are used, they 
also can be removed in one op- 
eration. 

The Separable Socket is in two 
parts. An Upper Member that is 
permanently attached to outlet 
and is the same for all sizes 
of reflectors and a Lower Mem- 
ber attached to the reflector. 
The Lower Member, made in both 
Medium and Mogul base size has 
large wireways and extra large 
headed binding screws. 

The Polarity of the sockets is 
the same in all positions.This 
is secured by using concentric 
terminals in the Upper Member. 





A Guide is attached to the Lower Member that 
affords ample bearing surface and easy entr- 
ance to Upper Member.This Guide protects the 
terminals of Lower Member from injury. 

In operation, the reflector or Lower Member 
is placed in engagement with Upper Member or 
Holder Socket then pressed upward and turned 
to the right one quarter turn. 
This operation joins the Upper 
and Lower Member and completes 
the electrical circuit.Removal 
of reflector is easily effect- 
ed by reversing the operation, 
in pressing upward and turning 
to the LEFT one quarter turn. 


Reflectors with Separable Type 
Sockets can be obtained in all 
standard shapes and sizes. 

Separable Socket Type and Duo- 
Move System Type Reflectors 
are equipped with this socket. 
See pages 8 and 9 for Duo-Move 
Type Reflectors and pages 10 & 
11 for Separable Socket Types. 


UNITED STATES PATENT Neo. I, 940, 429 
a 
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SEPARABLE SOCKET TYPE 


Catalog List Code Lamp Diam. 
Number Price Word Watts Inches 


SGS 200 |$ 9.30 |Smooth | 150-200 


SGS 500 


12.90 |Smelter| 300-500 


18 14 1-4 4 60 
20 16 4 68 
SGS 1000} 18.90 |Spangle} 750-1000 24 19 1-2 2 70 


SOCKET ADAPTER TAPPED I-2 INCH: 3-4 INCH SUPPLIED ON ORDER. 





PRICES APPLY TO UNITS EQUIPPED WITH STANDARD OPAL GLASS GLOBES IN EVERY INSTANCE. 
WHERE TRUETINT GLOBES ARE REQUIRED, ADD TO LIST PRICES GIVEN ABOVE AS FOLLOWS: 
200 WATT SIZE $0.50 EACH, 500 WATT SIZE $0.75 EACH, 1000 WATT SIZE $1.75 EACH. 





ABOLITE TYPE DIFFUSERS 


List Code Lamp 
Price Word Watts 


$ 9.30 | Soot 
12.90 | Stud 


SEPARABLE SOCKET TYPE 


Diam. | Height |Stand.Pke,. 


Inches | Inches Wet. 


18 15 1-4 50 
20 16 60 


150-200 


300-500 





SOCKET ADAPTER TAPPED I-2 INCH: 3-4 INCH SUPPLIED ON ORDER. 


STANDARD COLOR OF DIFFUSER TYPE UNITS IS WHITE. 





SCHEDULE 


A 
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RLM DOME TYPE 


Catalog List Code Lamp Diam. | Height SuSE Istana. Pkg 
Number Price Word Watts Inches | Inches 







10 48 

15- 100 10 56 
150 10 64 
200 10 74 
300-500 5 46 
750-1000 ) 96 


STANDARD DOME TYPE 


Catalog bist Code Lamp Diam. | Height Stand. Pee 
Number Price Word Watts Inches ae 








DEEP BOWL. TY PE 


Price Word Watts Inches Inches 










Catalog List Code Lamp Diam. 
Number Price Word Watts Inches |Inches| Qty. “Tet 


SOCKET ADAPTER TAPPED 1-2 INCH 3-4 INCH SUPPLIED ON ORDER 


UP TO AND INCLUDING 200 WATT SIZE-MEDIUM BASE SOCKET. 
300 WATT SIZE AND OVER-MOGUL BASE SOCKET. 
UNITED STATES PATENT No. 1,940,429 





SCHEDULE 
A 
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THREADED NECK TYPE 


Lamp Diam. | Height] Stand.Pkeg 
Watts | Inches] Inches 


150-200 4 56 
300-500 36 13) ae 4 61 
750-1000 70 

















150-200 
300-500 
750-1000 












FORMED NECK TYPE 








Diam. 
Inches 








Lamp 
Watts 





Height] Stand. Pkg 
Inches Wet 


12 4 56 








Catalog 
Number 





150-200 18 
500-500 


750-1000 
SOCKET ADAPTER TAPPED I-2 INCH: 3-4 INCH SUPPLIED ON ORDER. 





GLASS-STEEL UNITS CAN BE FURNISHED FOR ATTACHMENT TO OUT- 
LET BOXES FOR CLOSE CEILING WORK, AT NO ADVANCE IN PRICE. 





STANDARD COLOR OF GLASS STEEL UNITS IS WHITE. 


PRICES APPLY TO UNITS EQUIPRED WITH STANDARD OPAL GLASS GLOBES IN EVERY INSTANCE. 
WHERE TRUETINT GLOBES ARE REQUIRED,ADD TO THE LIST PRICES GIVEN ABOVE AS FOLLOWS: 
200 WATT SIZE $0.50 EACH, 500 WATT SIZE $0.75 EACH,1000 WATT SIZE $1.75 EACH. 


GLOBES FOR REPLACEMENT 


[catalog List Code Type Diam. | Height| Fitter 
Number /|Price]} Word Glass |Inches]| Inches] Inches 


G 1012 |$2.30/Ghost Opal 
1212 5.60/Gripe Opal 7 
7.25/Gender} Opal 16 























10 
12 
16 







150-200 
5300-500 
750-1000 


ac | SCHEDULE 
A 
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ABOLITE DIFFUSER UNITS THREADED NECK TYPE 


Diam. Stand.Pkeg 
Inches 


Qty. 










Catalog 
Number 


Height 











































i ADQ 200 Ditch | 150-200 18 4 
ADQ 500 12.50 | Douse | 300-500 20 4 
ADQ 1000 Dodder | 750-1000] 24 2 
HADCQ 1500| 55.00 | Dimple 1500 30 1 








SOCKET ADAPTER TAPPED 1!-2 INCH: 3-4 INCH SUPPLIED ON ORDER 





NOTE: ADCQ SUPPLIED WITH CAST IRON CADMIUM PLATED HOLDER 
TAPPED | ORI !-4 INCHES. SMALLER TAPPING NOT RECOM- 
MENDED. GIVE SIZE WHEN ORDERING UNITS. 





STANDARD COLOR OF ABOLITE DIFFUSER IS WHITE 












ABOLITE DIFFUSER UNITS FORMED NECK TYPE 


Height| Stand.Pkg 
Inches| Qty] Wet | 
& 


Diam. 
Inches 

















ADF 200 150-200 18 40 
, ADF 500 Adfil |300-500 20 4 44 
\ ADF 1000 Adfag |750-1000 24 2 50 
ADF 1500 30 uy 24 





SOCKET ADAPTER TAPPED I-2 INCH; 3-4 INCH SUPPLIED ON ORDER. 





GLOBES FOR ABOLITE DIFFUSERS 










Catalog|List Diam. | Stand.Pkeg 


Fitter 
4 
4 


Number |Price 


10 18 6 16 





$4.00/Gelid |150-200 


6.00/Gavot | 300-500 


=) 
wo 
~w 
oO 
Q 


20 


8.50 |Garret | 750-1000 2 14 


i) 
NS 
fae) 
i 
@ 


il 8 


be 
or 
w 
oO 
@ 


12.50/Gloss 





GLOBES FOR ABOLITE DIFFUSERS ARE SUPPLIED ONLY IN OPAL GLASS 


Sere U ter 
A 


PAGE 14 


ABO EMRE SEGORS 


RLM- REFLECTOR MOUNTING DIMENSIONS 


Height, Spacing, Size and Foot Candle Intensity on Working Plane 30” Above Floor 















































Height 75 100 | 150 200 300 500 750 1000 
Above Spacing of Watt Watt Watt Watt Watt Watt | Watt Watt 
Floor Reflectors — Feet 

Feet FOOT CANDLES INTENSITY 

9 8x 8 7 10 16 22 

9 10 x 10 6 9 14 20 

10 9x 9 6 8 12 18 26 

10 Lead rf 10 15 22 

11 | 10 x 10 6 9 12 18 

11 LZ te 8 10 15 24 

12 10 x 10 i 9 13 22 

12 14x 14 6 8 12 20 

14 12x12 8 11 20 

14 16 x 16 6 10 18 24 

16 14x 14 5 9 15 aa 

16 18 x 18 | 12 18 

18 16 x 16 4 12 18 

18 22x 22 5 9 13 Ze 
20 18 x 18 5 10 13 19 
20 24 x 24 7 11 Li 


























MOUNTING DIMENSIONS FOR DIFFUSER UNITS 


Height, Spacing, Size and Foot-Candle Intensity on Working Plane 





Distribution Curve 
Glass-Steel Units 


30” above Floor 












150 200 300 500 
Height Spacing Watt Lamp Watt Lamp Watt Lamp Watt Lamp 
Above of ed re renee | te 
Floor Reflectors 
Feet Feet 200 200 500 500 
Diffuser Diffuser Diffuser Diffuser 
13 
10 
10 
8 
8 
7 
G 
5) Distribution Curve 
5 ABolite Diffusers 








Above data is for all opal glass globes. 
For Trutint Glass Globes, use next larger size lamp. 
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HIGH PRESSURE MERCURY VAPOR LAMPS 


INDUSTRIAL LIGHTING HAS RECEIVED A GREAT IMPETUS WITH THE INTRODUCTION 
OF THE NEW HIGH PRESSURE MERCURY VAPOR LAMP. THE EFFICIENCY OF THIS LAMP 
DOUBLES THAT OF THE LATEST DEVELOPMENT IN MAZDA LAMPS AND WHILE ITS GENERAL 
APPLICATION IS NOT AS EXTENSIVE AS WITH THE MAZDA LAMP, IT HAS AMPLY BEEN 
DEMONSTRATED THAT THE HIGH PRESSURE MERCURY VAPOR LAMP APART FROM ITS 
GREATER LIGHT GIVING ABILITY FURNISHES ILLUMINATION HAVING VALUABLE CHARACTER-— 
ISTICS NOT FOUND IN THE LIGHT OF THE MAZDA LAMP. 


THE HIGH PRESSURE MERCURY VAPOR LAMP FURNISHES LIGHT THAT 
COMES WITHIN THE MIDDLE ZONE OF THE SPECTRUM, IN THE GREEN AND YELLOW BAND. 
THIS ASSURES A LIGHT VERY COMFORTABLE TO WORK WITH AND POSSESSING THE QUALI- 
TY OF DEEP PENETRATION INTO CAVITIES AND UNDER PROJECTIONS. THIS RECOMMENDS IT 
FOR MACHINE SHOP WORK IN PARTICULAR AND THERE ARE MANY OTHER SITUATIONS WHERE 
THIS CAN BE OF GREAT BENEFIT. 


PROBABLY THE GREATEST IMMEDIATE ADVANTAGE TO BE DERIVED FROM THE 
USE OF HIGH PRESSURE MERCURY VAPOR LAMPS wILL BE IN REPLACING PRESENT 
EQUIPMENT IN PLACES WHERE IT IS IMPOSSIBLE TO INCREASE THE LOAD BUT WHERE THE 
ILLUMINATION MUST BE BUILT UP TO A HIGHER LEVEL. THE GREATER EFFICIENCY OF 
THESE NEW LIGHTING UNITS WILL MAKE IT POSSIBLE TO DOUBLE THE ILLUMINATION 
WITHOUT REWIRING, 


OWING TO THE CIRCUMSTANCE THAT THE COLOR OF THE LIGHT EMITTED BY 
THESE LAMPS IS MONOCHROMATIC, CHIEFLY GREEN; IT CANNOT BE USED ALONE IN MANY 
INDUSTRIES AND MERCANTILE ESTABLISHMENTS. THE USE OF LIGHT FROM MAZDALAMPS 
SIMULTANEOUSLY WITH THAT OF THE HIGH PRESSURE MERCURY VAPOR LAMPS 
OVERCOMES THIS DIFFICULTY AND MANY INSTALLATIONS OF SUCH DESIGN ARE GIVING 
DESIRED RESULTS. THE METHOD FOUND TO BE MOST SATISFACTORY IS TO USE UNITS 
OF MAZDA LAMPS ALTERNATELY WITH THOSE USING HIGH PRESSURE MERCURY LAMPS. 


ON PAGE 16 AND 17 ARE ILLUSTRATED, DESCRIBED AND PRICED REFLECTOR 
TYPES FORK THE HIGH PRESSURE MERCURY VAPOR LAMP. THESE REFLECTORS ARE DE- 
SIGNED FOR THE LIGHTING OF HIGH NARROW ROOMS AND THOSE SITUATIONS HAVING 
LOW AND MEDIUM CEILING HEIGHTS. 





SCHEDULE 
A 














ABOE DRE RER BECO ies 
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MERCURY VAPOR LAMP UNITS 
LOW MOUNTING TYPE 


_DUO-MOVE SYSTEM 


These units are equipped with the Duo-Move System of sockets 
fully described on page 7. The units are removable from the 
floor affording instant access for cleaning and re-lamping. 

Protection from glare is afforded by a series of disks which 
nave their plane surfaces set at right angles to the axis of 
the lamp. These diffusing disks are suspended on porcelain 
encased rods.Reflector and diffusing disks are made of steel 
and covered with three coats of vitreous porcelain enamel. 


Catalog Diameter| Height | Stand. Pkg. 


Number Inches 





DLM 400 |/$ 9.10 20 4 
SOCKET ADAPTER TAPPED I-2 INCH: 3-4 INCH SUPPLIED ON ORDER. 


FORMED NECK TYPE 
Formed neck type unit differs from DLM units only in that it 





is not equipped with the DUO-MOVE SYSTEM socket. The Socket 
used is provided with vents in porcelain side wall to afford 
rapid radiation of heat. ; 


Catalog Diameter| Height | Stand. Pkg. 
Number Inches Inches 
F 15 1-2 Pat 36 


SOCKET ADAPTER TAPPED I-2 INCH: 3-4 INCH SUPPLIED ON ORDER. 











ALL UNITS ON THIS PAGE SUPPLIED ON ORDER WITH OPAL 


NOTE -~GLASS CYLINDERS {N PLACE OF DIFFUSING DISKS. 


THREADED NECK TYPE 


Threaded neck type units have the same specifications as FIM 
400 with the exception that the neck is threaded and engages 
with a co-related threaded holder. Holders are furnished in 
several types. See page 41 for threaded type holders. 


Catalog List Code Lamp Diameter | Height | Stand. Pkg. 
Number Price | Word | Watts Inches Inches Wet. 


REFLECTOR AND DIFFUSING SHIELD ONLY 


jxam 400 |g 7.00| ruck | 400 | 20 [14 s-4| 4 | 30 


COMPLETE UNIT WITH "Q2" HOLDER Ease 


pant 400 _[¢ eco {went | 400 20 |isi-e| 4 | 35_ 


COMPLET ESONTTRWiLE eC Ors OUOER 


CQLM 400 |# 8.80 400 
COMPLETE UNIT WITH "M2" HOLDER 


COMPLETE UNIT WITH "CM2" HOLDER 


cMiM 400 |% 8.80] Mass | 400 janis 


SOCKET ADAPTER TAPPED 1i-2 INCH: 3-4 INCH SUPPLIED ON ORDER 





SGHEDUIEE 
A 


ABO enter SEGmORS 
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REFLECTORS FOR LIGHTING HIGH NARROW SPACES 


FOR USE WITH MAZDA LAMPS 










EASY DETACHABLE HOLDER TYPE 


Catalog List Code Lamp 
Number Price | Word Watts 









Diam. 
Inches 









WITH VENTILATED TOP AND DRIPPAGE DEFLECTOR 











ist Code 
Price | Word 


WITH ABOLITE VENTILATED NECK 
Catalog List Code Lamp Diam. | Heignt 
Number Price | Word Watts Inches | Inches a 





SOCKET ADAPTER TAPPED I-2 INCH: 3-4 INCH SUPPLIED ON ORDER, 





SCHEDULE 
A 











ABOLLWER REE ee Gik@ ts 
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REFLECTORS WITH TYPE X NECK 


Especially Designed for Easy Wiring 
and Easy Cleaning 


Tue ABouitE long type ‘‘X’’ neck reflectors and the short type 
“QO” or ‘‘M” holders have been designed to meet the requirements of 
modern efficiency. The simplicity of their construction effects economy 
in installation costs and saving ip maintenance charges. The Short Holder 
allows easy removal of the socket for wiring purposes, and being of the 
screw type, allows interchanging of RILM Dome, Shallow Dome or Deep 
Bowl Reflectors having the long ‘‘X’’ neck. The screw type holder also 
permits taking down and cleaning the reflectors with a minimum of time 
and expense. 












PRX OBAREGREPLEC TOR Seah. Mia ire 


Catalog List Code Lamp Diam. | Height} Stand.Pkg 
Number Price Word Watts Inches Inches] Qty. |Wet} 


40-60 
75-100 
150 
200 
300-500 
750-1000 




















"DX" BARE REFLECTORS “STANDARD DOME Ty PE 


Catalog List Code Lamp Diam. | Height] Stand. Pkg 
Number Price Word Watts Inches] Inches 

















10 





7 10 26 
8 1-4 10 35 
9 1-4 10 43 
0 1-2 5 















"BX" BARE) REFLECTORS» =DEEP SB OW Dai 




















Bowl 75-100 


Block LSO 
Brood 200 
Bank 300-500 
Beaver | 750-1000 





STANDARD COLOR: GREEN OUTSIDE - WHITE INSIDE 





ABOVE REFLECTORS FIT TYPE CQ AND CM HOLDERS. SEE PAGE 4l 





RX REFLECTORS ARE PRICED WITHOUT HOLDER OR SOCKET. 


DIMENSIONS GIVEN ARE FOR BARE REFLECTOR. 






SCHEDULE 
A 





ABO EETED REE CEGIORS 
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ReGLEGnORS Withee XS YPERONECK &“Q° HOLDER 


AND LOCKNUT. 








TYPE "Q" HOLDER WITH 
SOCKET, SOCKET ADAPTER, 


STANDARD EQUIPMENT ON 
RXQ,DXQ AND BXQ UNITS. 


=. 


yy 







d 
© LOCKNUT 


TYPE OF SOCKET AND 
FITTINGS USED WITH 
TYPE "Q" HOLDERS. 
SEE PAGE 43 FOR 
DESCRIPTION & PRICE, 


WASHER 





sail . ADAPTER 


Fs te 

. @) 

No. 7005 MEDIUM : 4) 
SOCKET, , i 


"RXQ" REFLECTOR UNITS. RL.M. DOME TYPE 


Stand.Pkeg 
Eeeial 















Catalog 
Number 


Lamp 
Wa t t Ss 


Height 
Inches 














































40-60 10 
75-100 10 
150 10 
200 10 
300-500 9) 
750-1000 9) 





STANDARD DOME TYPE 





REE EEC ROR UNITS. 





"DX Q" 









Catalog 
Number 


Lamp Dian. 
Price word Watts Inches 


Height 
Inches 








40-60 1-2 30 
75-100 1-2 355 
150 1-2 40 
200 1-2 50 
300-500 0-3 35 


"BXO' RERBLCECTORAUNITS. 


Catalog List 
Number Price 





Height 
Inches 


BXQ 100 75-100 10 | 23 
BXQ 150 150 10 | 25 
BXQ 200 200 19 | 30 
3XQ 500 300-500 5 | 23 
BXQ 1000 750-1000 5 | 40 


SOCKET ADAPTER TAPPED |-2 INCH: 3-4 INCH SUPPLIED ON ORDER 







STANDARD COLOR: GREEN OUTSIDE - WHITE INSIDE 


WHEN HEAVY DUTY CAST IRON HOLDERS ARE REQUIRED. USE THE LET- 
TERS RXCQ DXCQ AND BXCQ ADDING 20 CENTS EACH TO LIST PRICE. 
SEE PAGE 41 FOR PRICE AND DESCRIPTION OF HOLDERS. 





FOR PULL CHAIN SOCKET ADD 8O CENTS EACH TO LIST. 
FOR SHOCK ABSORBING SPRING AOD [tO CENTS EACH TO LIST 


SCHEDULE 
A 
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PNS(OIM AME [Rte (FieS YOlRts: 








REFLECTORS WITH "X" TYPE NECK &"M" HOLDER 


AND LOCKNUT. 








TYPE "M" HOLDER WITH 
SOCKET, SOCKET ADAPTER 


STANDARD EQUIPMENT ON 
RXM DXM AND BXM UNITS. 





LOCKNUT 


TYPE OF SOCKET AND 
FITTINGS USED WITH 





TYPE "Q" HOLDERS. WASHER 
SEE PAGE 43 FOR 
DESCRIPTION & PRICE 

ADAPTER 


Neo. 7006 MOGUL 
SOCKET. 





UR AM UPREECEGTORSUNIT Ss 


Catalog Lamp Diam. 
Number Watts Inches 





300-500 
750-1000 


"DXM" REFLECTOR UNITS. STANDARD 


Catalog Lamp Diam. 
Number Watts Inches 


OrPRPRPR 
' 
oOnmwAW 


"BXM" REFLECTOR UNITS. STANDARD DOME TYPE 


Catalog List Code Lamp Dian. 
Number Price Word Watts Inches 


BxXM 100 75-100 
BXM 150 150 
BXM 200 200 
BXM 500 300-500 
BXM 1000 


STANDARD COLOR: GREEN OUTSIDE - WHITE INSIDE 


WHEN HEAVY DUTY CAST IRON HOLDERS ARE REQUIRED, USE THE LET- 
TERS RXCM, DXCM AND BXCM ADDING 20 CENTS EACH TO LIST PRICE. 
SEE PAGE 41 FOR PRICE AND DESCRIPTION OF HOLDERS. 





SG ePDUEE 
A 














ADOEGIERREEREGITORS 
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VENTILATED NECK REFLECTOR UNITS 


The increasing demand for Reflector 


Units that would rovi = F 
around the neck end base of the lamp igi ac er dita Disnirtumna beige Selo 2 


. ] hes resulted in the re-introduct I j 
Known ABolite Ventilated Neck.This type of neck was formerly used as Saripeeer sett 
ate from the reflector but connected thereto by a spring fastener. The Necks ere now 
electrically welded to the reflector body. Good appearance and ample ventilation is 
the result obtained with this combination. Available in all standerd shepes & sizes. 


PRN NGRRE-CECTIOREUNT Tom FR LMe DOOMED aby PE 


Catalog List Code Lamp Diam. 
Number Price Word Watts Inches 


60 Ranger 
100 Radish 
WeKe nafter 
200 Raffle 
RVN 500 Raglan 
RVN 1000 Ramose 


TOV.N"= REEF CECTORGUNITS.© STANDARD DOME TYPE 


Catalog Lis Code Lamp Diam. | Height |Stand.Pk¢e 
Number Price Word Watts Inches | Inches 
is 


DVN 60 : Discus 
DVN 100 3 Dander 
DVN 150 Dapple 
DVN 200 Deacon 
DVN 500 Dicker 


"BV.NE REF LCECGALORSUNITS: 2) DE Ere VV imal oo RE 


Code Lamp Diam. | Height |Stand. Pkg 
Word Watts Inches | Qty: | V 


Badger 
Ballad 
Balsam 
Bae yi 
Baboon 





REFLECTOR UNITS. SYMMETRICAL ANGLE TYPE 








Abrade 
Accost 
Adduce 
Wore Eb we 


SOCKET ADAPTER TAPPED I-2 INCH: 3-4 INCH SUPPLIED ON ORDER 





STANDARD COLOR: GREEN OUTSIDE ~- WHITE INSIDE 


FOR PULL CHAIN SOCKET ADD 80 CENTS EACH TO LIST 
FOR SHOCK ABSORBING SPRING ADD [0 CENTS EACH TO LIST 


SEWEDULE 
A 








AB OED TES Rr rasp 
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HG Ele 8h Yo RsRa NIE Geer Es Eales GalgOies 


HEEL TYPE NECK REFLECTORS HAVE 2 !-4 INCH FITTERS 


"RH" BARE REFLECTOR WITH HEEL NECK 
Catalog | List Code Lamp Diam. | Height | Stand.Pkg 
Number Price | Word Watts Inches | Inches 


10 25 
10 



















"DH" 








BARE REFLECTOR WITH HEEL NECK 


Code Lamp Diam. | Height | Stand.Pke 
Word Watts Inches | Inches | Qty.| Wet 


10 23 
10 30 
10 32 
10 32 


ight | Stand.Pkg 
ches 
3 































Catalog Diam. | He 
Number Inches | In 













25-40 10 15 
50-60 3-4 ate) 23 
75-100 3-8 10 30 
150-200 5-8 10 






TSH BAR ERR ERUEG TOR 


vst Code 
Price Word 


WITH HEEL NECK 








Catalog 
Number 


Height 
Inches 














"AH" BARE REFLECTOR WITH HEEL NECK 


Diam. | Height | Stand.Pkg 
Inches | Inches 


7 3-4 6 1-4 10 12 
9 1-2 7 5-8 10 15 
11 1-4 9 7-8 10 


GREEN OUTSIDE - WHITE INSIDE 
















Catalog 
Number 








STANDARD COLOR: 








REFLECTORS SHOWN ABOVE CAN BE USED ON WEBER ALUMINUM SHELL OR ON 


BENJAMIN BENCO SOCKETS IN CONJUNCTION WITH HOLDER NUMBER “UW2 
SEE PAGE 42 FOR DESCRIPTION AND PRICE OF HOLDER. 


SCHEDULE 
A 


AB mialetaets Seren oto? eee 
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rere eevee ee Nie Wet tome er GsORs Wilt HOCD ERS 


Catalog List Code Lamp Diam. | Height 
Number Price Word Watts Inches } Inches 


RHUB UNITS FOR BRASS SOCKET. WITHOUT SOCKET 
RHUP UNITS FOR PORCELAIN SOCKET. WITHOUT SOCKET. 
























"DHUB" UNITS FOR BRASS SOCKET. WITH 
"DHUP* UNITS FOR PORCECAINSSOC KE TeoWwit. 


SOCKET 


O 
H SOCKET 












' 
MMwNMWNWMW DW 


NSNNNQUOUUO OI 
' 
Oodnmdoonaa 





PREP RPRPRPRP 
1 





IINOMOUNIA.D 











"SHU B" 
"SHUP" 


UNITS FOR BRASS SOCKET. WITHOUT SOCKET 
UNITS FOR PORCELAIN SOCKET, WITHOUT SOCKET 















j 
CA ARR OW 
mB DOM MD OM 


PRE RPE PERE 
' 
OOO eOM WO 










"BHUB”™ UNITS FOR BRASS /SOCKET..WITHOUT SOCKET 
"BHUPYFUNITS<FOR, PORCELAIN SOCKET WITHOUT, SOCKET 


















1-2 4 3-4 
1-2 4 3-4 
1-2 Deas 
1-2 5 7-8 
1-2 7 1-8 
1-2 7 1-8 
1-2 8 
Barter 1-2 












"AHUB" 
"AHUP! 


UNULTESURORE BRASS wsOCKE TL eWitnhouT. SOCKET 
UNETLS=F ORMPORCEUCAIN: SOCKET Without SOCKET 


















Arch 











AHUP 60 Agent 
AHUB 100 Aisle 
AHUP 100 PEN ayat 
AHUB 200 Adare 






AHUP 200 Alien 10 











STANDARD COLOR: 





GREENTOUTSIDESSW Eli festNSIDE 


EACH UNIT CONSISTS OF REFLECTOR AND UB OR UP HOLDER. 
NO SOCKET INCLUDED 
SEE PAGE 41 FOR DESCRIPTION AND PRICE OF HOLDERS. 


SCHEDULE 
A 








ME OWES lS Rleslr LEC WOR Ss: 
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FORMED NECK & HOLDER REFLECTOR UNITS 


TRE" FORMEDENECKGUNI Es: 


R.L.M. DOME TYPE 


Height |Stand.Pkg 


Catalog 
Number 


Lamp 
Watts 


Diam. 
Inches 











RF 60 
RF 100 
RF 150 
RF 200 
RF 500 
RF 1000 


40-60 
75-100 
150 
200 
500-500 
750-1000 


"DF" FORMED NECK UNITS. STANDARD DOME TYPE 


Catalog 
Number 


Diam. 


Lamp 
Inches 


Watts 








40-60 
75-100 
150 
200 
300-500 


l2 1-2 
12 1-2 
14 1-2 
16 1-2 
18 5-8 


Design 
Derma 
Detour 
Dove 
Dexter 





"BF" FORMED NECK UNITS. 


Catalog 
Nunber 


iNsG 
Price 


Code 
Word 


Berg 
Blush 
Blimp 
Bobbin 
Socom 


Lamp 
Watts 


40-60 
75-100 
150 
200 
500-500 


Diam. 
Inches 


dn 
wowdonrn 





OWRPREPR 
1 
® do 0 10 


Brake 750-1000 


"AFT FORMED) NECK UNITS Y (SYMMEDTRICGALSANGE ERGY Fe 
j Lamp i Height |Stand.Pkg 


Watts Inches 


oe 








40-60 
75-100 
200 
500-500 
750-1000 | 16 3-8 


EACH OF ABOVE UNITS IS EQUIPPED WITH SOCKET. 
SOCKET ADAPTERS TAPPED 1-2 INCH: 3-4 INCH SUPPLIED ON ORDER 


STANDARD) COLOR: {GREEN OUTSIDE = WHITE INSIDE 





FOR PULL CHAIN SOGKET ADD 80 GENTS EACH TO LIST 


FOR SHOCK ABSORBING SPRING ADD 10 CENTS EAGH TO LIST 


SG) UIE 


A 











ete h@) LA PSS tra 52) iu iC fh Ol See! 
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REFLECTORS WITH SPECIAL THREADED NECKS 


THE THREADED OUTLET BOX RECEPTACLE 
SHOW NSLOSLHE CER TeSauhHeey Pe aU. SED 
WITH REFLECTORS ILLUSTRATED BELOW. 
THIS DEVICE IS MADE BY THE ARROW 
ELECTRIC MFG. CO, THEIR No. 93090, 


THE SOCKET SHOWN TO THE LEFT IS THE 
TYPE USED WITH REFLECTORS ILLUSTRAT- 
ED BELOW. ARROW ELEC, MFG, CO, No.8l2\. 
G.E.CO. No. GE 2492. 

HARVEY HUBBELL INC.No. 3/2). 


! 





"AA" BARE REFLECTOR WITH THREADED COLLAR TO FIT 
WEATHERPROOF SOCKETS. SOCKETS NOT INCLUDED. 


Catalog List Code Lamp Diam. | Height | Stand.Pke 


Number Price Word Watts Inches | Inches 


10 14 
10 ay, 
10 30 


ERAce DARGOREECECLORGWI LM LOReCAVDEDE COPE AR LOSE 
WEATHERPROORSSOCKETS a= SOCKETSINOT INCLUDED 





Code Lamp Diam. 
Word Watts Inches 





Regent 
Repub 
Resolv 
Ridge 


IUAY eS BARESRERCECTORSWIA Ha THREADEDPCOLLARS TO Ur: 
WEATHERPROOF SOCKETS. SOCKETS NOT. INCLUDED 


Inches 





$1.60 | Diadem | 25-50-60 
1.85 | Diner 





2.65 | Dirge 


"BA" BARE REFLECTOR WITH THREADED COLLAR TO FIT 
WEATHERPROOF SOCKETS. SOCKETS NOT INCLUDED 


Catalog List Code Lamp Diam. | Height | Stand.Pks 
Number Price Word Watts Inches | Inches Qty.| Wet 


14 
16 
18 
22 








STANDARD COLOR: 





NOTE: REFLECTORS SHOWN ABOVE CANNOT BE USED WITH WEBER ALUMINUM SHELL SOCKETS. 

TO USE THESE REFLECTORS ON BENJAMIN "BENCO" OR "BENOX" SOCKETS, SPECIAL SOCKET 

ADAPTERS MUST BE EMPLOYED. SEE PAGE 40 FOR SPECIAL ADAPTERS. SEE PAGE 22 FOR 
REFLECTORS TO BE USED WITH WEBER SOCKETS. 


SCHEDULE 
A 





ABOLITE REFLECTORS 
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BAS Y "DETACH ABER RiEtk Ee GrgOinaaU Nise 



























EASY DETACHABLE INDUSTRIAL DOME TYPE 


Catalog List Lamp Diam. |Height |Stand.Pke 
Number Price Watts Inches 





Inches Oty 



















Earth 40-60 10 
Earl 100 10 
Earwig 150 10 
Easel 200 10 
Eager 300-500 5 
Easton | 750-1000 |19 3-4 /]15 l- 5 












EASY DETACHABLE - STANDARD DOME TYPE 
Catalog List Code Lamp Diam. |Height |Stand.Pkeg 
Number Price Word Watts Inches | Inches 


















EDD 60 40-60 10 42 
EDD 100 100 10 50 
EDD 150 150 10 52 
EDD 200 200 10 57 
EDD 500 300-500 5 50 










Catalog Code Lamp Diam. |Height /|Stand. atandepen 
Number Word Watts Inches | Inches | Qty. et 
a 
28 
10 35 
42 





EDS 40 
EDS 60 
EDS 100 
EDS 200 






























Height |Stand.Pkg 
Inches Qty. 


10 235 
10 29 
10 31 
10 39 
5 25 
5 32 






750-1000 





HOLDERS ARE TAPPED TO RECEIVE I-2 INCH IRON PIPE OR CONDUIT. 





STANDARD COLOR: GREEN OUTSIDE - WHITE INSIDE 


THE REFLECTORS LISTED ABOVE ARE EQUIPPED WITH UNITED STATES 
PATENT No. 1,910,348 EASY DETACHABLE HOLDERS, THESE HOLDERS 
PERMIT THE REFLECTOR TO BE REMOVED AND REPLACED WITHOUT 

DISTURBING THE WIRING CONNECTIONS, REFLECTORS WILL BE FURNISH- 
ED WITH HORIZONTAL TYPE HOLDER AT NO EXTRA COST IF ORDERED. 





SEE PAGE 42 FOR HOLDERS ONLY 


SCHEDULE 
A 














AO OMIBCI NAN tre anORS 
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EASY DETACHABLE REFLECTOR UNITS 


OUTLET BOX COVER HOLDER TYPE 


EASY DETACHABLE INDUSTRIAL DOME TYPE 
WITH OUTLET BOX COVER HOLDER 


Catalog {List : Stand. Pkg 
Number Price j Inches 











EASY DETACHABLE STANDARD DOME TYPE 
WITH OUTLET BOX COVER HOLDER 


Catalog /|List Code Lamp Height |Stand.Pkg 
Number Price | Word Watts | Inches |Inches Qty. |Wet | 


10 42 
10 45 
10 52 
10 57 





EASY DETACHABLE SHALLOW DOME TYPE 
WITH OUTLET BOX COVER HOLDER 


Qty. 


Number Price Word Watts Inches [Wet 





25-40 10 
60 10 
100 10 

150-200 10 


EASY DETACHABLE OEEPTRBOW LE Ty PE 
WITH OUTLET BOX COVER HOLDER 


Catalog | List Code Lamp - |Height | Stand.Pkg 
Number Price Word Watts Inches W 


EDBM 60 
EDBM 100 
EDBM 150 
EDBM 200 








EASY DETACHABLE SYMMETRICAL ANGLE TYPE 
WiITHSOUTEBT SBOXSCOVERSHOEDER 


Catalog | List Code Lamp Diam. | Height 
Number Price Word Watts Inches | Inches | Qty.|) 


y. 
EDAM 60 10 
EDAM 100 
EDAM 200 


NOTE: ABOVE UNITS ARE MADE ONLY WITH REFLECTORS 
UP TO AND INCLUDING 200 WATT SIZE. 





STANDARD COLOR: GREEN OUTSIDE - WHITE INSIDE 


SEE PAGE 42 FOR HOLDERS ONLY 


SGREDUIEE 
A 














ae ABOLITE REFLECTORS 
FASY DETACHABLE ELLIPTICAL ANGLE UNITS 


TENNIS COURTS 
SKATING RINKS 
PLAY GROUNDS 
BOWLING ALLEYS 
SWIMMING POOLS 


PASSAGES 
CRANE WAYS 
SIGN BOARDS 
STORAGE YARDS 
PARKING SPACES 





WITHEVERTICADSEIT TINGS APPE DSI a2CaINCHs 


Catalog Std.Pkg 
Number Qty {Wet 
60 


SEE PAGE 42 FOR SEE PAGE 42 FOR 
E.D.-HOLDERS ONLY a 50]E&.D.HOLDERS ONLY 





EASY DETACHABLE RECTANGULAR ANGLE UNITS 


Rectangular Sign Reflectors are as the 
name implies,rectangular in shape at the 
mouth of the reflector and are especial- 
ly designed for use in lighting rectang- 
ular or square vertical signs or similar 
surfaces. The line of cutoff at top of 
sign is sharp, avoiding light spillage. 
Holders are tapped to receive 1-2 inch 
conduit and the Horizontal Type Holders 
are provided with eyelet for the easier 
attachment of guy wires when required. 

United States Patent, Number 1,910,348. 








WITH VERTICAL FITTING TAPPED I-2 INCH. 


Catalog List Code Lamp ize Opening|Height|Std.Pke 
Number Price| Word Watts Inches Inches 


EDTV 60 

EDTV 100 
EDTV 200 
EDTV 500 
EDTV 1000 










SEE PAGE 42 FOR 
E.D. HOLDERS ONLY 







EDTH 60 

EDTH 100 
EDTH 200 
EDTH 500 





EDTH 1000 750-1000] 18 x 16 5| 41 
STANDARD COLOR: GREEN OUTSIDE -WHITE INSIDE 
SCHEDULE 


A 


ABOUT E IREEISES ORS 
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EASY DETACHABLE SYMMETRICAL ANGLE UNITS 


er Symmetrical Angle Reflectors have a most 

- useful place in all Emblem Sign lighting. 
Their wattage ranee and adaptability are 
of great value in the sign illuminetion 
of Gasoline and Oil Service Stations. 
The Easy Detachable Holder which is part 
of this reflector's equipment can be set 
so that when the reflector is removed at 
any time it will,when replaced;check ex- 
actly into its original position. This 
applies to both Vertical and Horizontal 
types of holder. 


UNITED STATES PATENT No, 1, 910, 348. 















Is2 INCH 





WEL VERTICA LC® fitstINGSTAPFED 















Heieht 
Inches 


Code 
Word 


Catalog 
Number 


Diam. 
Inches 

















40-60 
75-100 
SEE PAGE 42 FOR 
E.D. HOLDERS ONLY 


SEE PAGE 42 FOR 
E.D. HOLDERS ONLY 


750-1000/16 3-8 


EASY DETACHABLE WIDE SPREAD ANGLE UNITS 


Wide Spread Angle Units are recommended 

for Emblem Sign Lighting and for General 
Cr Sicnebich cing. TilsaiypesoOlmrem Lec FOleLs. 
upon account of its wider distribution a 
useful«unit for the lighting of the many 
situations in industrial plants, storage 
yards and many places where the lighting 
must be undertaken from the side. 
The Easy Detachable Holder supplied with 
these units, comes complete with socket. 
They are weather-proof,sturdy and easily 
installed.Reflectors can be removed from 
holders without disturbing connections. 


UNITED STATES PATENT No. |, 910, 348. 


(oe 

























WITH VERTICAL FITTING TAPPED INCH 


















Lamp Diam. 
Watts Inches 


Height 
Inches 


Catalog Stand.Pkeg 


Number 





SEE PAGE 42 FOR 
E.D. HOLDERS ONLY 


SEE PAGE 42 FOR 
E.D. HOLDERS ONLY 





STANDARD COLOR: GREEN OUTSIDE - WHITE INSIDE. 





SCHEDULE 
A 


ABOLET ER BEEE CRO is 
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UTIEC.ITRY  ELGHit S\= Sil RANG Eisies BRAC IN Eee ye acs 


EOP FOR 


GENERAL 
GENERAL 
OUT-DOOR LIGHTING 
OUT-DOOR LIGHTING 





U.R.H. 


SEE PAGE 42 FOR 
E.D. HOLDERS ONLY 





U.S.H. U.A.H. 


These bracket fixtures are weatherproof and rust proofed and 
are suitable for the lighting of practically every out-door 
situation that must have the lighting medium supported from 
walls or poles.The holders are the Easy Detachable Type that 
permit the instant removal or replacement of the reflectors. 


Catalog| List Code Over-all | Diameter Stand.Package 


Length Reflector] Pipe 
Number Price Word Inches Inches ‘ Wet.Lbs 


STRAIGHT BRACKET AND INDUSTRIAL DOME REFLECTOR 








URH 100 
URH 150 
URH 200 











2.85 Unto 75-100 


Catalog| List Code |Length | Size | Finish 
Number Price | Word | Inches ims 
$30 1-2 | Hot Galvanizeal _ 10 | 


STANDARD COLOR REFLECTOR: GREEN OUTSIDE - WHITE INSIDE 


$2.85 Umbo | 50-60 













SCHEDULE 
A 


OO bites wile elORS 
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UPiCtiyseiGhHhS = GOOSENECK BRACKET TYPE 








FOR THE LIGHTING OF FOR THE LIGHTING OF 


ALLEYS GARAGE ENTRANCES 

BARNS PATHWAYS 
BACK YARDS ROADSIDE STANDS 

CAMPS ROADWAYS 
DRIVE-WAYS STORAGE YARDS 
ENTRANCES SERVICE ENTRANCES 


FARM YARDS a OUTBUILDINGS 


Catalog | List Code Lamp 
Number Price Word Watts 


GOOSE-NECK BRACKET & INDUSTRIAL DOME REFLECTOR 


U.R.F. 













Length 
Inches 








URF 100 | $4.25 le 1-4 


URF 150 4.45 








GOOSE-NECK BRACKET & STANDARD DOME REFLECTOR 


UDF 100 | $4.25 Udam 75-100 356 12 1-2 1-2 ak 9 
UDF 150 4.45 Uder 150 37 14 1-2 1-2 1 ae 











STANDARD COLOR OF REFLECTOR: GREEN OUTSIDE - WHITE INSIDE 


Catalog |} List |Code |Length | Size 
Number Price|/Word |Inches in. 


GOOSE-NECK PIPE BRACKET 











ss 
Mi 


4 









SCHEDULE 
A 
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EME TRagpUGA LIGA N Gi Eas Ribs re BE Galt Oke 


FOR MORE EFFICIENT LIGHTING OF 
OIL STATIONS, BOWLING ALLEYS, CRANE 
WAYS, RECREATION GROUNDS, 
SWIMMING POOLS, SKATING RINKS ETC. 





SIDE VIEW FRONT VIEW 


|\Catalog | List Code Lamp Diameters Height| Stand. Pkg 
Number Price Word Watts Inches ee eee 
iat aA . 


Ermine 28 
Eidom 30 
Elder 38 
Elgin 500-500 |18 3-4 58 
Edgar 750-1000/18 3-4 45 


SOCKET ADAPTER TAPPED I-2 INCH: 3-4 INCH ON SPECIAL ORDER. 
STANDARD COLOR: GREEN OUTSIDE - WHITE INSIDE. 





45° ANGLE REFLECTORS 


Special 45 Angle Reflectors are useful in those areas where 
wide lateral distribution is desirable. In the illumination 
of circular signs they are efficient and have many other ap- 
plications where lighting must be undertaken from the side. 


AFS is of the Formed Neck Type and is complete with socket. 





AHS is the Heel Neck Type and has no socket. Use with UB or 
UP holders.See page 41 for description and price of holders. 





SPECIAL 45° ANGLE REFLECTORS 


Catalog | List Code Lamp Diam. | Height eke ha css 
Number Price | Word Watts |Inches| Inches 


AHS 100 | $1.45 | Ambush | 75-100 
AFS 100 2.95 | Alpha 75-100 ten ul=2 


STANDARD COLOR: GREEN OUTSIDE-WHITE INSIDE. 





SCHEDULE 
A 


AiO msi RARE EeihORS 


INDIRECT LIGHTING UNITS 


Indirect Lighting furnishes the most ac- \< 
rd ceptable illumination for all situations ? 
1 where well diffused light is a necessity. 
The entire elimination of glare with the 
resultant soothing effect upon the eyes; 
enables office workers, students and all 
others whose work requires continued use 
of the eyes; to do better work over long 
periods of time without eye fatigue. 


Indirect Illumination is the ideal light | 
for Office, School, Church and Showroom. y 


Where Indirect Illumination is attempted v4 


the ceiling and walls must be of a light 
color and preferably finished with flat 
tone paint to secure the best results. 


No. 1D 200 “ih 
ABOLITE INDIRECT LIGHTING UNITS On Gee OU 


Catalog| List Code Lamp Diam.|Length| Color Standard Package 

Number Price| Word Watts | Inches| Inches Quantity] Weight 
HOO) Aen 200 16 33 See note 4 
9.00| Idea | 300-500 16 33 See note 4 


COLOR ANDSCONSTRUCTION NOTE 
















5 
6 





ABolite Indirect Units are furnished complete with wire and socket.The 
canopy, stem and socket cover are finished in Brushed Aluminum and the 
reflector in Ivory enamel outside, Gloss White enamel inside. A swivel 
joint is provided at top thereby assuring perfect alignment. A hickey 
joint is furnished with each unit for attachment to 3-8 inch studs. 


ABOLITE INDIRECT LIGHTING UNITS J 
The Hanger used with these units enables 
quick and easy adjustments for different 
sizes for lamps. 


Re-lamping and cleaning is made easy by | 
releasing one of the supporting chains. 
This allows full access to the inside of 





the reflector. (| 
j 
eo The Reflector cannot be accidentally re- ey 
x leased once it is set correctly in place. a 
Nig y 


Positive attachment of reflector to stem 
No. 1A 100 support is made without screws or clips. No. IK 100 


Catalog | List Code Lamp Diam. |Length| Color Standard Package 
Number Price| Word Watts |Inches|Inches Quantity | Weight 
IA 100 $6.00] Iron |100-200/11 3- 4, 4 
IK 100 6.00| Idle |100-200/10 1-2 rs & 


SCHEDULE 
A 


















PAGE 33 


/MEYOUMMS | inielr Last Olt. 


PAGE 34 


ABOLITE VAPOR PROOF REFLECTOR UNITS 


SEE EXPLANATION OF "WAPOR PROOF" GIVEN BELOW. 


Tuis UNIT protects the bulb, socket, and 
reflecting surfaces from smoke, vapor, and dust. It 
is easily kept clean by just wip- 
ing off the smooth outer surface 
of the glass lens, restoring the 
initial light output. A special 
heat-resisting convex glass lens 
is sealed tightly into the mouth 
of the reflector by asbestos 
gaskets and an aluminum pres- 
sure ring. All reflectors are com- 
paratively light in weight. The 
metal parts are of aluminum and 
rust-proof metal, and withstand 
smoke, dust, and vapors. 

x This reflector is designed so 
as to maintain a maximum 
temperature of not more than 147° Fahrenheit at 
any place on the outside surface when using a 150 
watt lamp and not inclined more than 45° from a 
completely inverted position. These units have 
been in successful use in pyroxylin lacquer spraying 
rooms where a temperature of more than 160° 


*Read above 








Fahrenheit is dangerous. 
pyroxylin lacquers or other highly explosive 









In applications where 


materials are not used, a 200 
watt lamp may be installed to 
obtain greater intensity. 


Recommended for use in 
Foundries 
Steel Mills 
Railroad Shops 
Cement Plants 
Carbon Plants 
Coal Handling Plants 
Heavy Machine Shops 
and wherever dust or smoke fills 
the air. 


It should be kept in mind 
that a unit designed to protect a lamp from coming 
in contact with vapors is not necessarily 100%gas 
proof. No unit can be relied on to be perfectly 
gas proof unless all joints are sealed (including 
conduit threads) with a sealing compound, not only 
when installed, but after each time the unit is opened. 


description for Catalog List Code Diam. | Height |Stand. Pkg. Adapter is 
lamp sizes and Number Price | Word Watts |Inches | Inches tapped for 14” 
temperatures. 





RE REE GTORS 





DESIGNED FOR USE WITH 
VAPOR PROOF FIXTURES 
MANUFACTURED BY THE 
FOLLOWING COMPANIES: 





PROOF FIXTURES 





THE ADALET MFG. CO, 


J.D. THE ADAPTI CO. 


APPLETON ELECTRIC CO. 


CROUSE HINDS CO. J.R- 
V.V. FITTINGS CO. 


CHICAGO JEFFERSON ELECTRIC & FUSE CO. 


Catalog| List Code Lamp 
Word Watts 


Jam 60-75-100|/12 1-2 


gar 
Jot 





Diameter Inches 


Hole n i 
Bottom Neck Neck Inches | Qty |\ 


9) 
6 7-8 
7? %=8 


60-75-100/12 1-4 
150 14 
200 16 3-8 


STANDARD COLOR: GREEN OUTSIDE -~WHITE INSIDE. 


SCHEDULE 
A 

















ADotevte. REF eos 
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ReweobGEOR Ss WITH VAPOR “PROOF .FITTINGS 


CONDUIT SUSPENSION TYPE 








Stand.PkKe 










VPJ 100 
VPJ 150 
VPJ 200 


UNITS TAPPED I-2 INCH: 3-4 INCH TAPPING SUPPLIED AT NO EXTRA 
CHARGE IF SO ORDERED. 


CEILING TYPE WITH VAPOR PROOF BOX 


Catalog Lamp Diam. Stand.Pke 
Number Watts Inches 








ved 100 
VCJd 150 
VCJ 200 





UNITS HAVE FOUR TAPPED HUBS. TWO HUBS HAVE REMOVABLE PLUGS. 
HUBS TAPPED I-2 INCH, 





CONDUIT SUSPENSION TYPE 




















Stand.Pke 


Qty] Wet 
5 30 
5 35 
5 45 


UNITS TAPPED [-2 INCH: 3-4 INCH TAPPING SUPPLIED AT NO EXTRA 
CHARGE IF SO ORDERED. 


Catalog 
Number 


Diam. 
Inches 


Height 

















VPD 100 
VPD 150 
VPD 200 


75-100] 12 1-2 
14 1-2 
16 1-2 









CEILINGS TY.REVWITH VAPOR PROOF BOX 


List Code Lamp Diam. Height | Stand.Pkg 
Price Word Watts Inches i 














Catalog 
Number 





VCD 100 54 
VeD 150 40 
vcD 200 50 








Catalog List Code Lamp Maximum 

Number Price Word Watts Dimensions aan 

150-200/114 x 113 x 9 | 
tae ts Se hee 


UNITS HAVE FOUR TAPPED HUBS. TWO HUBS HAVE REMOVABLE PLUGS. 
HUBS TAPPED I-2 INCH. 


STANDARD COLOR: GREEN OUTSIDE - WHITE INSIDE 
GUARDS FOR "J" AND "D" TYPE VAPOR PROOF UNITS 


Diam. Height |Stand.Pke 


Inches Inches Qty. Wet 
5 6 
5 8 
5 10 


REFLECTOR GUARDS ARE CADMIUM PLATED 




















Catalog 
Number 































6 5-8 
7 3-4 
9 1-4 


GRH 100 
GRH 150 
GRH 200 








SCHEDULE 
A 














ANSOMS AMS Intel Lac Oins: 
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VAPOR PROOF REFLECTOR UNITS 






R.L.M. 





DOMES TY PELREFEECIORS 


Catalog | List Code Lamp 

























Over-all| Std.Pkg 
Ref. Globe Height 
Number Price Word Watts IGA |} Jiebe Inches 









Sachem 
Sack 















STANDARD DOME TYPE REFLECTORS 


Catalog | List Code Lamp 
Ref. Globe 
Number Price Word Watts Ugo |) Make 


12 1-2 3 1-4 











Over-all 
Height 
Inches 


Std.Pkg 
68 


10 
10} 70 
10| 86 
5| 55 















14 1-23 4 
4 1-2 















DEEP BOWLS TYPE REFLECTORS 


piakeve ue ees ee 
Ref. Globe Height 
Lise |i. Inches /Qty.|Wet 






















































Sartor | 60-100] 8 1-2} 3 1-4] 12 3-8 10 | 46 
Saturn 9 l-e 4 12 3-4 10 | 49 
Saxon 10 1-2) 4 1-2] 14 1-2 TOROS 
Scalp {300-500 |12 3-4! 8 16 1-2 sy |} yt 


SYMMETRICAL ANGLE TYPE REFLECTORS 

Catalog | List Code Lamp ey ienecsa Std.Pkg 
Ref. Globe Height 

Number Price Word Watts Mays || Aliale Inches 


Section) 60-100] 9 1-2 3 1-4] 12 3-8 10}; 48 
11 1-4 4 14 1-2 10} 58 
13 8 16 1-2 5| 48 


Vapor Proof Units are tapped to receive 1-2 inch conduit. 
When Vapor Proof Units are required for attachment to outlet 
boxes, add to list prices as follows: 

Vapor Proof Box complete with Cover and Gasket $ 1.65. Cover 
and Gasket only, $ .60. Description Box and Covers,page 37. 


STANDARD COLOR: GREEN OUTSIDE - WHITE’ INSIDE 


NOTE: SIZES LARGER THAN 200 WATTS HAVE BALL SHAPED GLASSWARE 

























SCHEDULE 
A 
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VAPOR PROOF 
WALL BRACKETS Ar 


90 AND 45 DEGREE ANGLE TYPE 


Vapor Proof Wall Brackets have four 
supporting screw holes spaced 90 on 
5 1-2 inch centers. The Adapter for 
these brackets (VPA) has four screw 
holes,spaced 90 on 3 1-2 inch cen- 
ters and is also slotted to receive 
screws that attach Adapter to box. 
This permits an exact adjustment of 
the bracket when being installed on 
an outlet box. 

Adapters are recommended where the 
box is set in plastered surfaces. 
Metal parts except guards are cast 
iron, cadmium plated. 


Catalog Description Extends Length|Std. Pkg. 
Number Inches | Inches| Qty.| Wet. 
8 3-4 


Wallop | 25-100 | Globe, Gasket & Receptacle 12 
Walger | 25-100 | Same as 45 but with Guard 12 
Willow | 25-100 | Globe, Gasket & Receptacle 13 
Wismer | 25-100 | Same as 90 but with Guard 13 
Winton | 25-100 | Globe, Gasket & Key Recept 13 
Wallet | 25-100 | Same as 90K but with Guard 13 





















GAG Qk rr 
' 
H> PP > 00 00 


VPBSCASTSPOUTEER BOX VCF OUTLET BOX COVER VPA OUT CE TV BOX ADAPTER 


Cadmium Plated. Regularly 
supplied not tapped. Can 
be tapped for 1-2 or 3-4 
inch conduit on one to 
four sides or bottom. 

Specify tapping on order. 


Cat |miasc Code Diam. 
No. Price} Word |Inches 


Cast iron,Cadmium Plated. 
Used in attaching bracket 
to outlet boxes-non vapor 
proof type--and where box 
is set deeply in plaster. 













VAPORSEROOR TELA TURES 


Vapor Proof Fixtures are cast in Aluminum and tapped to take 1-2 inch 
pipe. The Receptacles are sealed with heat and moisture proof cement 
and the Gasket seats are machined. The Globes screw into the fixture. 
Impregnated fibre gasket seals globe to fixture.When wanted for attac- 
hment directly to outlet box add to list as follows:Cast Box Cover and 
Gasket (VCF) $0.60. Cast Outlet Box(VPB)$1.05. Specify tappings wanted. 


Catalog| List Code Lamp Size Globe Diam. | Height Std. Pkg. 
Number Price | Wora Watts Inches Inches | Inches : F 


Vap 75-100 


Vag 150 
Von 200 
Vet 500-500 





SCHEDULE 
A 
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ABOLTLE ARB eG Ors 








VAPOR PROOF FIXTURES & ACCESSORIES 





VAPOR PROOF FIXTURE WITH GLOBE AND GUARD 


Vapor Proof Fixtures are made of cast Aluminum.The seats for 
the gaskets are machined to comply with the requirements of 
The National Board of Fire Underwriters.The medium base rec- 
eptacle is of porcelain and securely sealed with moisture or 
oil proof cement between lamp contacts and wire terminals. 
Impregnated Fibre Gaskets seal both Receptacle and Globe. 


Catalog | List Code | Lamp |Tapped| Diam. |Height | Stand. Pkg 
Number Price | Word | Watts|Inches |Inches|Inches Qty. | Wet 


| v 75 G | $4.50 | pien|75-100| 1-2 |4 3-4 [9 1-2 | 10 | 30 


Receptacle and Gaskets included in price. 





VAPOR PROOF FIXTURE WITH GLOBE 


Vapor Proof Fixtures with or without Guard make an efficient 
unit for lighting all places exposed to the elements or such 
as are subject to excessive vapors due to various conditions 
found in many branches of industry. 

Stand. Pkg 


Catalog | List Code| Lamp |Tapped| Diam.|Height 
Number Price} Word] Watts} Inches|Inches| Inches Qty. | Wet 
[v.75 | $3.25] proa|75-100 


Receptacle and Gaskets included in price. 











GUARDS FOR VAPOR PROOF FIXTURES 


Guards for Vapor Proof Fixtures are made of heavy gauge wire 
cadmium Plated.They are fastened directly to the fixture and 
are easily removed without removing the fastening screws. 
These Guards fit the Vapor Proof Brackets and Fixtures shown 
on Page 37 and the Vapor Proof Units shown on this page. 


Catalog | List Code Lamp Diam. Height Stand. Pkg. 
Number Word Watts |Inches Inches 


ie 

6 5-8 10 12 

7 3-4 10 16 

9 10 20 

Grin |500-500 10 5 15 









Catalog | List |Code Lamp Diam. | Color|Height/Stand. Pkg. 
Number Price|Word Watts |Inches Inches 
















Clear|/6 3-4 Io) ily? 
Clear|7 1-4 10 20 
Clear/8 1-2 10 28 






Clear|8 3-4 5 
COLORED GLOBES FOR VAPOR PROOF FIXTURES 


WPGG1OO} 1.30 |Whet| 75-100] 3 1-4] Green/6 3-4 10 12 
WPGR1OO | 1.75 |Wong] 75-100} 3 1-4] Ruby |6 3-4 10 Le 


SGhED Uist 
A 


25 





ABOLITE REFLECTQRS——— 
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DUS rig COnvern ini 


ABolite Dust Covers consist of a shaped metal ring, convex 
clear glass disk and felt gasket.The felt gasket is shaped 
to fit the glass snugly and protect it from direct contact 
with either ring or reflector.The metal ring is contracted 
or expanded by a lever arrangement having an efficient way 
of providing for variations in diameter of reflectors. 

Metal parts Cadmium plated.Disks,best quality window glass. 


CEE Ane eA UNS lL t1Gh 1 COVERS: COMPLETE GLASS COVERS ONLY GASKETS ONLY 


Catalog| List |Code| Size of Reflector | Std.Pkeg Catalog List Code Cat.| List Code 
Number Price|Word Inches Qty} Wet Number Price Word No. | Price | Word 


7 3-4 
9 1-2 
10 1-2 
12 1-4 and 12 1-2 
12 3-4 and 13 
14 and 14 1-2 
15 7-8 
18 1-4 and 18 5-8 
19 3-4 and 20 








savncoacal & 


WIRE REFLECTOR GUARDS 


ABolite Reflector Guards are made with 11 guage steel wire 
electrically welded and heavily tinned after welding. 
They are fastened to the reflector by a screw clamp. 


Cat. No. | List |Code Diameters of Reflectors 
Dia. Inches} Price|Word |10 Guards make a Standard Package) 
Tila 2 


Sy, 75 and 7 3-4 inches 
sists) 8 1-2 inches 
OO 9 and 9 1-2 inches 
Me 7240) 10 and 10 1-2 inches 
1.40 11 1-4 inches 
150 12, 12 1-4, 12 1-2 and 12 3-4 in. 
AL fhe) 13 inches 
1.80 14 and 14 1-2 inches 
2.00 15 7-8 inches 
Cele 16 3-8 and 16 1-2 inches 
2.00 18 1-4 and 18 5-8 inches 
3.00 19 3-4 and 20 inches 
4.75 24 inches 
oO 30 inches 


CROSS ARM HANGER 


Made to meet conditions met in the lighting 
of Miniature Golf Courses,Lawn Bowling Greens, 
Skating Rinks and other places devoted to out- 
door assembly. 





Made of Cast Aluminum. Fitted with insulating 
bushings and No. 5% Porcelain Knobs. 

Only one screw to tighten to securely grip the 
supporting cable. Not necessary to remove the 
gripping screw to release hanger at any time. 









List Code |Spread|Standard Package 


Catalog 
“Tanber | Frise Word |Inches Quantity Welene 
epee [we fe 


SGREDUEE 
| A 3 





ABO EME RCES eo SaOincs 
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ALIGN E:R'S = O.\Usi- Ci Est BOms 2G OV ER ey ee 


ABolite Aligners are designed to align fixtures perfectly if 
hung from slanting ceilings.Aligners make for better constr- 
uction and lower maintenance costs. Satisfactory Industrial 
Lighting depends greatly upon the lighting equipment. hanging 
plumb. It is practically impossible to set every outlet box 
straight,therefore,Aligners are essential to good illuminat- 
ion as well as good appearance. Fit 3 & 4 inch outlet boxes. 









ALIGNERS WITHOUT SHOCK ABSORBER 


Catalog No.|List Price! Code Word Stand.Pkg.| Weight. 


Many industrial buildings are subject to severe vibrations. 
In such places Shock Absorbing Aligners protect the lamps & 
prolong their life. Shock Absorbing Aligners have springs 
for fixtures weighing from 2 to 10 lbs.Use with ABolite Ref- 
lectors of 500 watts and under having no more than 4 feet of 


% in.extension pipe attached.All ALIGNERS are CADMIUM PLATED. 












ALIGNERS WITH SHOCK ABSORBER 


Catalog No. |List Price|Code Word, Finish |Stand.Pkg.| Weight. 


DEEP AND SHALLOW BOX COVERS 


These Outlet Box Covers are made to fit standard 4 inch boxes. They can be furnished 
blank as well as in forms shown. With the Cast Cover(No.VCF Page 37)these constitute 
a complete line of 4 inch covers. No'ts Cl and C3 can be used to attach any reflector 
unit having half inch socket adapters, to a 4 inch outlew box. 

No's C2 and C4 are used to attach Duo-Move System Units. The hexagon opening checks 
over the socket adapter and prevents the unit from coming loose when being operated. 
c& and C4 can also be used with all Threaded Neck Type Reflector Units (Page 19). 

CS and C4 are provided with knockouts to accommodate Levolier Type Canopy Switches. 


Catalog| List Code Size Depth |Standard |Package. 
Number Price | Word Box In. Quantity |Weight 
OUTEE TH BOXECOVERS- SHALEOWMIEEFE 
Cia: $ .30 | Coat 4 In. al 
C 2 ~20 | Cusp 4 In. i 


No.Ce OUTLET BOX COVERS: DEEP TYPE 
$ .35 | Cape 4 In. /1 13-16 10 
.30} Clod | 4 In.|1 15-16 10 


REFLECTOR ADAPTERS 


Reflector Adapters allow ABolite "A" Type Reflectors 
to be used with "Benco and Benox Fittings" made by 
The Benjamin Electric Manufacturing Company. 
Adapters are made of brass,natural finish. 


Catalog | List Code TOLEID Standard | Package 
Number Price | Word Quantity | Weight 
10 


BOA $.20 Beca 1 1-2 
BXA 220 Beno 


SEE PAGE 25 FOR REFLECTORS. 











No.c3 





Benco Soc. 
















Benox Soc. 10 1 1-2 





BXA 
Adapter 


SCHEDULE 
A 


ABOLULES REREE@ ORS 
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adel ribjale poses Te fejk [piaisas 
PY PES"U*sHOEDERS 
Type "U" Holders clamp upon shells of porcelain or 
brass shell medium base sockets. They are made to : 
A= g fit 2 1-4 inch Heel Neck Type Reflectors only. Pm eae 







Catalog| List |Code Wil Peer Std.Pkg 
Number Price| Word Qty.Wet 
UB $ .15|Hemp Brass shell socket d1GL A pil 
UP -15|Hash| Porcelain shell socket] 10 1 


SCREW TYPE HOLDERS WITH PORCELAIN EASY WIRING SOCKET 









TAPPED TO RECEIVE 
1-2 INCH CONDUIT. 


TAPPED FOR 3-4 INCH 
ae WITHOUT CHARGE WHEN 
sae SO ORDERED. wal 





Catalog | List Code | Socket Material and Socket | Stand.Pke 
Number Price | Word Base Finish Number Qty 
Onr $1.10] Hand | Medium | Drawn steel: Enameled 7005 
Q2 1.60} Hard | Mogul Drawn steel: Enameled 70Q6 
CGrL $1.30 | Hope | Medium} Cast iron: Cad.Plated 7005 
CQ 2 1.80] Hurt |} Mogul Cast iron: Cad.Plated} 7006 











10 
10 
10} 20 
10 





CM il-2 Mi-2 





M3- 4 


lst Code | Socket Material and Socket | Stand.Pkeg 
Price | Word Base Finish Number 




















Catalog 
Number 
Nl 

































$1.10] Heat | Medium | Drawn steel: Enameled 13 

M 2 1.60] Head | Mogul Drawn steel: Enameled LS 
M 3 1.10} Helm | Medium | Drawn steel: Enameled ie 
4 1.60] Hall | Mogul steel: Enameled 14 

yi $1.50] Host | Medium | Cast iron: Cad.Plated 25 

2 2.00} Hilt | Mogul Cast iron: Cad.Plated Ar 








Catalog | List Socket Material and 
Number Price | Word Base Finish 
cas 1 $2.50 | Handy) Medium | Cast iron: Cad.Plated 7005 10 | 30 
CQsS 2 2.70} Haste} Mogul Cast iron: Cad.Plated 7006 10 | 32 


CQS8 1 AND CQS 2 ARE TAPPED FOR I ORI 1-4 INCH CONDUIT. THEY ARE SAME 
DESIGN AS TYPE CQ 1 AND CQ 2 BUT HEAVIER. STATE TAPPING WANTED. 


SCHEDULE 
A 


ABOLLT Es Rima E ene Rs 
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HOLDERS FOR EASY DETACHABLE UNITS 


UNITED STATES PATENT No. I, 910,348 


The Easy Detachable Holder has features that recommend it for indoor and outdoor 
use. When used in connection with the co-related reflectors it is adaptable for 
every class of sign lighting. Its construction lends itself particularly to that 
type of reflector support that is inclined at an angle from the pole or mast but 
which also must permit the reflector opening to be parallel with the sign. 


Reflectors are held securely in place by two screws which bear against a movable 
part having an inclined plane. Pressure on screw causes this part to be drawn up 
and clamping reflector firmly against holder. No springs are used in holder. 


Holders are made in VERTICAL and HORIZONTAL types. The Horizontal Holder is made 
with an "eye" cast integral with the holder. This eye affords means of attaching 
supporting stay cables where such are necessary. 


Hasy Detachable Holders are die cast under the latest and most improved methods. 
Approved by the underwriters Laboratories 


| Catalog Tapped |Stand.Pke. 
| Number Inches] Qty.| Wet. 





10 ae 
10 20 


1.00 10 Lek 
1.50 10 22 













7015 - 40 Salvo 
7016 -70 Sport | Mogul 


OUTLET BOX COVER HOLDER 


HOLDER FOR METAL SHELL SOCKETS 


For attaching Heel Type Neck Reflectors to Metal Shell Weather Proof Sockets. Made 
of copper, nickel plated. To attach holder to reflector bring rivet heads in line 
with notches in reflector and press until the spring clips snap under edge of neck. 





EDH 2 








Catalog | List Code Finish Standard Package 
Number Price | Word Quantity Weight. 


$ «15 | Hood 
STRAIN RELIEF CORD GRIP 


This device serves also as a water tight bushing for use out 
of doors. It is attachable to reflector fittings, sockets or 
socket adaptors tapped to receive 1-2 inch pipe or conduit. 
Cord Grip is made of brass with rubber stuffing gland and it 
will accomodate wire 3-8 to 9-16 of an inch in diameter. 
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SUCK EWomo SOCKET AGCESSORIES 




















SOCKET FOR DUO-MOVE SYSTEM 


Catalog | List Code Description Base |Std.Pkeg. 
Number | Price | Word 



















Qe. eS 7000 $1.80 | Shot |With adapter & locknut|Medium| 10] 15 
~~ — 7001 2.40 | Sigh |With adapter & locknut| Mogul One 
DUO MOVE SOCKET — PARTS ONLY 
7002 Lower member -only Medium} 10] 6 
7003 Lower member only Mogul LOU 
7004 Shod |Upper member & adapter 10; 10 
> SEE PAGE 10 FOR COMPLETE DESCRIPTION OF ABOVE SOCKET 






Ea TWO PIECE EASY WIRING SOCKETS 
Catalog | List Code Description Base 
Number | Price | Word 

7005 $1.05 | Speed|With adapter & locknut|Medium| 10] 7 
7006 1.50 | Sound|With adapter & locknut/Mogul Wey | Ake, 


WITH SHOCK ABSORBING ATTACHMENT 
7007 1.15 | Soup |With adapter & locknut |Medium 
7008 1.60 | Solo |With adapter & locknut |Mogul 

PULL CHAIN REFLECTOR SOCKETS 


Catalog ; List Code 
Number Price | Word 
7011 ~+=‘| $1.85 |Spar |With 


WITH SHOCK ABSORBING ATTACHMENT 


7012 1.95 | Span |With adapter & locknut |Medium P10 ]6 | 


Note: Pull Chain Sockets can be used only with the following 
reflectors; Formed Neck Types (page 24), Threaded Neck Types 
(pages 19 and 20), and Ventilated Neck Types (page 21). 








mus 


No. 7005 Med. 





No. 7006 Mog. 




























































EASY DETACHABLE HOLDER SOCKETS et) a> 
Catalog } List Code Description Base |Std.Pkg. | it 
Number Price | Word Qty.Wet. 
7015 # .40 |Salvo|One piece: with gasket |Medium| 10 | 2 
7016 -70 | Sport jOne piece: with gasket |Mogul 10 
VENTILATED SOCKET FOR HIGH PRESSURE MERCURY LAMP 
catalog | List Code Description Base 
Number Price| Word 64 
1 10 | 10 
7018 = | $1.50 | Soak |With adapter & locknut Mogul | 10 | 10 | i 
‘ WITH SHOCK ABSORBING ATTACHMENT he 
7019 Bi.60) Snag |Witn adapter & locknut Mogul | lu] 11 wate OP / 
a x ager - 


SHOCK ABSORBING SPRING 


Catalog | List Code 
Number Word 
7010 | .10 


ADAPTER AND LOCKNUT ASSEMBLY 
Catalog | List Code Description Std.Pkg. 
Number | Price | Word Qty.Wet. | 
7020 $ .45]| Belt | Tapped for 3-4 inch conduit 10 | 3 
7021 -45 [Bridge | Tapped for 1-2 inch conduit 


SCHEDULE 
































SSS 
= ABOLITE REFLECTOR 


ISLAND TYPE SERVICE STATION UNIT 


FOR 
PUMP 
ISLAND 
LIGHTING 














While this unit was especially designed to furnish extra good illumination at Island 
Pumps, its dual construction also provides for illuminating the front of the Service 
Building. Signs placed across the front of the building are illumineted without re- 
sorting to special sign lighting.This unit should be mounted at eight to twelve feet 
above the ground level and placed approximately fifteen feet from Service Building. 
Use two units or more, spaced fifteen to twenty feet apart. 











WITH WINDOW IN MONITOR TOP 


Catalog | List Code Lamp Diam. | Height | Stand. erase 
Number Price Word Watts aaa Inches 
II. R 500 |$14.00 300-500 


WITHOUT WINDOW IN ee = 


ISLAND TYPE SERVICE STATION UNIT 


A new Island Type Service Station Unit that combines fine anpearance with efficiency. 
An excellent medium for lighting Safety Islands, Railroad Platforms and Promenades. 







SERVICE 
SPACE 


PARKING 
SPACE 


SAFETY 
ISLANDS 


RAILROAD 
PLATFORMS 














PARABOLIG DOME TYPE ISLAND UNIT 


Code Lamp Diam. | Height | Stand. aes 
Word Watts Inches | Inches 
I s 500 | $15.00 300-500 | 16 1-2 | 1-2 ee ee ea 


STANDARD COLOR: GREEN OUTSIDE - WHITE INSIDE 
IF SPECIFIED, STANDARD COLORS; RED, BLUE, YELLOW, ETC., 
WILL BE FURNISHED WITHOUT ADDITIONAL CHARGE. 





Catalog 
Number 
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DEAN Deel ee OER VICES TATION UNIT 













HEIGHT |WATTS|FEET 


300 8 
I2FEET b69q9 (| 41.7 





Unit consists of Reflector Holder Socket Housing and Reflector. 


ATER 


300 14.3 | 14.5 | 5.7 | 2.4 5 4 
GIFEET 
500 24 (208 | 78 | 4.6 | 1.3 4 
300 O39 Bal 26 {1.3 | .4 
lOLVF EET 
00 17 (143 |74 1/48 /1.7 | .8 


LIGHT DISTRIBUTION DATA 
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5.7 | 4.6 
TAP PG: 
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SPECIFICATIONS 


ae 115° 


ee toe] go° 





Charts at left indicate how the 
light flux is distributed down- 
wardly towards the ground level 
and also how it is directed th- 
rough the window in monitor top 


It is shown that all light flux 
directed downwardly lies inside 
an angle of 72 1-2 degrees.This 
assures freedom from glare when 
an observer is approaching the 
unit. 


In the chart showing distribut- 
ion through the window,both the 
vertical and horizontal section 
of light distribution is shown. 
The horizontal is indicated by 
the unbroken line and vertical 
by the dotted line. It will be 
observed that this distribution 
allows a relatively narrow bend 
of light to play upon the front 
of Service Building and is use- 
ful for sign illumination. 


Hi) 
dal 
“| 


ae 


The housing is made 


of cast aluminum and recessed to slip over 1 1-2 inch pipe. The reflector is held to 
socket housing by three cadmium plated steel rods that terminate in a nut tapped to 


receive a threaded holding plug that passes through wall of reflector. 
through which plugs pass are protected by cadmium plated brass grommets. 
in monitor top is fitted with a bent clear glass panel. 


to slip two inch pipe at no additional charge. 
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The openings 
The window 
Reflector holders furnished 
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WIDE SPREAD BEAM PROJECTOR 











SHOWING VERTICAL DISTRIBUTION SHOWING HORIZONTAL DISTRIBUTION 
WITH SINGLE BEAM PROJECTOR ial ie WITH SINGLE BEAM PROJECTOR 
AND OPEN TYPE FLOODLIGHT AND OPEN TYPE FLOODLIGHT 





WIDE SPREAD BEAM PROJECTORS are shaped in a series of plane surfaces in a parabolic 
form.The delivered light beam is wide in the horizontal plane and narrow in the ver- 
tical plane.The projector is attached to the reflector at top by a curved spring rib 
and at the bottom by an adjustable focusing device. The projector is made of copper 
sheet, chromium plated. Beam Projectors are necessary where distant objects must be 
lighted from the side or rear. Baseball and Football Playing Fields are an example. 


Catalog List Code Finish Use With Standard Package 
Number Price | Word Quantity |Weight 
$4.00 Chromium Plate | All open type floodlights 


LIGHT COVERAGE CHART 


Charts below indicate in foot candles illumination obtained from a 1000 watt lamp in 
conjunction with an open type floodlight and wide spread beam projector; the axis of 
the lamp being perpendicular to the ground level and lamp operating at line voltage. 


OPEN TYPE FLOODLIGHT UNIT "OFOS 1000" AND WIDE SPREAD BEAM PROJECTOR SEE PAGE 49 
AA | LELZ-=ESS 
CREA [LEE 
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FIGURES NOT IN CIRCLES INDICATE THE DISTANCE IN FEET FROM SUPPORTING BASE OF UNIT 
SG RED Lars 
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FOOT CANDLES ON VERTICAL PLANE 


25. FEE 50) FEET Zion ne eal SOBREE 
SN ‘ 
NY GD) 
VS. 
ea! 

FOOT CANDLES ON HORIZONTAL PLANE 
FIGURES GIVEN IN CIRCLES INDICATE FOOT CANDLES 
THE FOOT CANDLES NOTED IN CIRCLES ARE OBTAINED 
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LONG RANGE BEAM PROJECTOR 
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CANDLE POWER 


te} 
fe) 


° 
° 
CANDLE POWER 





1000 WATT LAMP 





1000 WATT LAMP 


SHOWING VERTICAL DISTRIBUTION SHOWING HORIZONTAL DISTRIBUTION 
OF LONG RANGE PROJECTOR OF LONG RANGE PROJECTOR 
AND OPEN TYPE FLOODLIGHT AND OPEN TYPE FLOODLIGHT 
LONG RANGE BEAM PROJECTORS differ from the Wide Spread Beam Projectors in that wings 
are added to the sides. These wings accentuate the parabolic form and re-direct the 
light flux in 4& manner that secures penetration to a greater distance. The projected 
beam is long and comparitively narrow in both the horizontal and the vertical plane. 
The mechanical features are the same as with the wide spread projectors. See page 46 


Catalog| List Code Finish Use With Standard Package 
Number Price | Word Quantity |Weight 
$ 6.00 | Fleet | Chromium Plate | All open type floodlights 


LIGHT COVERAGE CHART 


Charts below indicate in foot candles illumination obtained from a 1000 watt lamp in 
conjunction with an open type floodlight and long range beam projector. The axis of 
the lamp being perpendicular to the ground level and lamp operating at line voltage. 


OPEN TYPE FLOODLIGHT UNIT "OFOT 1000" AND WIDE SPREAD BEAM PROJECTOR SEE PAGE 48 


MOUNTING HEIGHT MOUNTING HEIGHT 
25 FEET 3 50 FEET 


YASS 
een 
We 
ESE 
Bey 
ee 














) 
Re LY 
a 


ahh AS 
SES 


: 
ee 


ees 


i 





FOOT CANDLES ON VERTICAL PLANE FOL, CANDLES ON HORIZONTAL PLANE 
FIGURES GIVEN IN CIRCLES INDICATE FOOT CANDLES 
FIGURES NOT IN CIRCLES INDICATE THE DISTANCE IN FEET FROM SUPPORTING BASE OF UNIT 


IRREGULAR LINES DISCLOSE MAXIMUM DISTANCES AT WHICH 
THE FOOT CANDLES NOTED IN CIRCLES ARE OBTAINED 
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OPEN TYPE FLOODLIGHTS 


LARGE SIGNS 


TENNIS 
BASEBALL RAILWAY YARDS 
SORMBAEL STORAGE YARDS 


PARKING SPACES 
SERVICE STATIONS 


WADING POOLS 
SWIMMING POOLS 





Open Type Diffusing Floodlights are widely used in General Industrial Illumination. 
They are particularily adapted to the lighting of Gasoline Service Stations,Storage 
Yards, Railroad Yards, Parking Spaces, Recreational Areas and Large Signs. 








OPEN TYPE FLOODLIGHT 


List Code Size of Lamps 
Price | Word Watts 


Catalog 
jNumber 


OF 500 
OF 1000 


} 


$ 9.50 | Feat 
10.50 | Fawn 


OCKET ADAPTER TAFPED I-2 INCH: 
STANDARD COLOR: 


Inches 


300-500 


Oma om x O 
750-1000-1500 iy Se Dis) se Be 





3-4 INCH SUPPLIED ON ORDE 
GREEN OUTSIDE - WHITE INSIDE 


REFLECTOR ONLY 
Size Reflector|Standard Package 


Quantity |Weight 


6 1-2 
6 3-4 


R 


ah 
al 





CHART SHOWING FOOT CANDLE DISTRIBUTION ON HORIZONTAL PLANE 


Chart at right shows the 
coverage obtained from a 
single unit using a 1000 
watt lamp at normal line 
voltage. 


The left hand side shows 
foot candles obtained at 
mounting height of twen- 
ty five feet. The right 
hand side indicates the 


foot candles obtained at 
mounting height of fifty 
feet. 
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WIRE GUARD FOR OPEN TYPE FLOODLIGHT 


Guards for open type floodlights are made 
of heavy wire cadmium plated. The mesh is 
close enough to exclude golf balls while 
not interfering with the passage of light 









Cat.}] List Code Size Std.Pkg 
No. |Price| Word Inches] Finish 








Figures given in circles 
indicate foot candles on 
horizontal plane at gro- 
und level. Other figures 
denote distance from the 
base of supporting pole. 


Irregular lines disclose 
the maximum distance at 
which foot candle values 
noted in circles are ob- 
tained on the horizontal 
plane. 
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OPEN TYPE FLOODLIGHTS 


WITH SINGLE BRACKET FOR OPEN WIRING 





OFO OFOS OFOT 


ABolite Open Type Floodlights for use in connection with open wiring are furnished 
with cast aluminum adjustable brackets that can be attached to pipe supports or to 
poles, crossarms or the sides of buildings. The adjustment range provides for all 
positions in which this type of unit is likely to be used. Service fittings having 
a two wire entrance with porcelain insulating bushings and easy wiring type mogul 
sockets are furnished with these units. 


FLOODLIGHT UNITS WITH OPEN WIRE BRACKET AND SERVICE FITTING 
Catalog List Code Type of Size Lamp |Size of Ref. andard Package 
Number Price | Word | Projector Watts Inches Quantity 
OFO 500 $16.00 | Free None 300-500 LOukeLonkeLe 1 10 1-2 
OFO 1000 17.00 | Frog None 750-1000-1500|16 x 18 x 22 1 _|10 3-4 

FLOODLIGHT UNITS WITH OPEN WIRE BRACKET SERVICE FITTING AND 


WIDE SPREAD BEAM PROJECTOR 
Catalog List | Code| Type of Size Lamp |Size of Ref.|Standard|/Package 


Number Price | Word| Projector Watts Inches Quantity] Weight 
OFOS 500 | $20.00 | Flip Wide Spread 500-500 L6nx 138x019 i ll 3-4 
OFOS 1000} 21.00 | Foul |Wide Spread | 750-1000-1500/16 x 18 x 22 1 12 


FLOODLIGHT UNITS WITH OPEN WIRE BRACKET SERVICE FITTING AND 
LONG RANGE BEAM PROJECTOR 
Catalog List Code Type of Size Lamp |Size of Ref.|Standard Package 


Number Price | Word | Projector Watts Inches ue a eae 
OFOT 500 | $22.00 | Fret | Long Range 300-500 LOR ote oe 1 12 1-4 
OFOT 1000; 23.00 | Fern} Long Range | 750-1000-1500/16 x 18 x 22 1 12 3-4 
SEE PAGES 46 AND47 FOR PROJECTORS 
STANDARD COLOR: GREEN OUTSIDE -WHITE INSIDE 
SINGLE FLOODLIGHT BRACKET FOR OPEN WIRING 


Single Bracket with adjustable head and V shaped back. Back 
will clemp pipe from 1g to 24 inches diameter and can be at- 
tached to poles, crossarms or sides of buildings. 





































Catalog List Code Description Std, Pkg. 
Number Price Word 
fos | $8.00 | van [cast atuainun 


WEATHERPROOF SERVICE FITTING 


Weatherproof Service Fittings ere made of cast aluminum. 
It is a two wire weatherproof entrance fitting having $ inch 
male thread.The top section is removable for easy wiring.The 
wireways smooth, roomy and equipped with porcelain bushings. 


Catalog List Code Description Std. Pke. 
Number Price Word 
| sr | ¢.60 | rracas | twowire | 1 | 1-4 


SCHEDULE 
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OPEN TYPE FLOODLIGHTS 


WITH MULTIPLE BRACKET FOR OPEN WIRING 





TFO TFS wir 


OPEN TYPE FLOODLIGHTS with Multiple Bracket consist of three single floodlights that 
are mounted upon a No TB bracket. Each of the three heads on the bracket is adjust- 
able independent of the others and affords great flexibility of light direction. 
Banks of these units are highly satisfactory in the night illumination of Baseball, 
Football,Softball and other outdoor sports where intensive illumination is necessary. 
Service fittings and easy wiring mogul sockets are furnisned with every UNL Gi. 


MULTIPLE TYPE FLOODLIGHT UNIT WITHOUT BEAM PROJECTOR 
| Catalog List Code Pype of Size Lamp Size of Ref. |Standard Package 
Number Price | Word Projector Watts Inches Quantity |Weight 
TFO 500 $48.0 Floor None 300-500 LOOP XP 160k cu as 32 
TFO 1000 91.00 Fling None 750-1000-1500 | 16 x 18 x 22 a4 33 
MULTIPLE TYPE FLOODLIGHT UNIT WITH WIDE SPREAD PROJECTOR 
Code Type of Size Lamp Size of Ref. |Standard Package 
Word Projector Watts Inches Quantity |Weight 
TFS 500 $60.00 | Field | Wide Beam 300-500 dex LSE x70 1 33 1-4 
TFS 1000 63.00 |] Frank |} Wide Beam | 750-1000-1500/} 16 x 18 x 22 a 34 
MULTIPLE TYPE FLOODLIGHT UNIT WITH LONG RANGE PROJECTOR 
Catalog List Code Type of Size Lamp Size of Ref. |Standard Package 
Number Price | Word | Projector Watts Inches Quantity |Weight 


TFT 500 $66.00] Frame | Long Range 500-500 LOexeroe cece iE 34 3-4 
TFT 1000 69.00] Friar | Long Range| 750-1000-1500] 16 x 18 x 22 aL 35 


STANDARD COLOR: GREEN OUTSIDE - WHITE INSIDE 


IF SPECIFIED, STANDARD COLORS; RED, BLUE, YELLOW, ETC., 
WILL BE FURNISHED WITHOUT ADDITIONAL CHARGE. 




























MULTIPLE FLOODLIGHT BRACKET FOR OPEN WIRING 


Multiple Floodlight Brackets have three adjustable 
heads each having a range of 45 degrees vertically 
and 180 degrees horizontally. Brackets are made of 
high grade cast aluminum and have "V" shaped backs 
that permits clamping on 1 1-2 to 2 inch iron pipe 


Catalog List Code} Description |Stand. Pkg. 
Number Price | Word Qty. Wet. 


SGHOEDUIZE 
FE 













SERVICE FITTING 
SEE PAGE 49 FOR PRICE 
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FLOODLIGHTS WITH CONCEALED WIRE WEATHERPROOF BRACKET 





SOF SOFS SOFT 


Where underground service is used or where it is desirable to conceal the wirine at 
the supporting standard, the concealed wire weatherproof bracket meets the condition 
satisfactorily. The unit is adjustable in the horizontal plane at any desired point 
and in the vertical plane through 45 degrees.See description of bracket on this page. 


FLOODLIGHT FOR CONCEALED WIRING WITHOUT BEAM PROJECTOR 
Catalog List Code Type of Size Lamp Size of Ref. |Standard Package 
Number Price | word U 
















Projector Watts Inches Quantity |Weight 


SOF 500 $18.00 | Flop None 
SOF 1000 1500) |e a & None 


FLOODLIGHT FOR CONCEALED WIRING WITH WIDE SPREAD PROJECTOR 


jiplcar 
Price 
$22.00 | Flam 
CoOMmOOn IH Owl 


FLOODLIGHT FOR CONCEALED WIRING WITH LONG RANGE PROJECTOR 















500-500 LO Le ee 
750-1000-1500 |} 16 x 18 x 22 



















Catalog 
Number 












Type of 
Projector 


Size Lamp 
Watts 


Size of Ref. {Standard Package 
Inches Quantity |/Weight 











SOFS 500 
SOFS 1000 


Wide Spread 500-500 Ls exe LBrx) 20 if 13 
Wide Spread|750-1000-1500 | 16 x 18 x 22 4 13 1-2 



















Catalog List Code 
Number Price | Word 







SIZE Ota e te 
Inches 


Type of 


Projector 

SOFT 500 |$24.00 | Fork | Long Range 300-500 Thiel) eel Wish Se XO) 

SOFT 1000] 25.00 | Font | Long Range |750-1000-1500 | 16 x 18 x 22 
SEE PAGES 46 AND47 FOR PROJECTORS 

STANDARD COLOR: GREEN OUTSIDE - WHITE 


Standaru Package 
Quantity |Weight 

























1 14 
1 14 1-2 











INSIDE 





FLOODLIGHT BRACKET FOR CONCEALED WIRING 


This is a recently developed bracket designed to combine the 
desirable features of strength and lightness with speedy in- 
stallation. The Bracket is all cast Aluminum with few parts. 
Necessary bolts and set screws are Cadmium plated to prevent 
rust. The Bracket slips over 1 1-2 inch standard iron pipe. 
The wireways are large and smooth and made easily accessible 
by removing cover held in place by one retaining screw.Ample 
means of adjustaent is provided.Easy to wire.Easy to install. 


Catalog Material Net Weight |Standard 
Number each lbs. 








Flow | Cast Aluninum 
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TYPICAL LAYOUTS FOR LIGHTING SPORTS AREAS 


BASEBALL 


KW LOAD AT ; 
ASS OUNTING 
NORMAL VOLTAGE ey Beal 
MAJOR 
LEAGUE 750 - 1000 OPEN UNITS — 100' MIN. 
400 - 600 OPEN UNITS — 100' MIN. 















LOOR= 


DISTRIBUTION OF LOAD 
CEASSESPAR EAC ADs AND SEMI-PRO 





TOWER PERCENT OF 
SUMMARY 
LOCATION | LOAD PER Ear 
10 to PERCENT | 20 PERCENT 


20 PERCENT |} 40 PERCENT 
5,6, 7, 8, 10 jo PERCENT 40 PERCENT 


TOTAL PERCENT 100 

















TENNIS 


RECOMMENDED FOR EACH COURT: 
8-0.F.0.1000 UNITS WITH 1000 WATTS MAZDA LAMPS. 
UNITS MOUNTED FROM 20 TO 30 FEET IN HEIGHT. 
INTENSITY, APPROXIMATELY I5 FOOT-CANDLES. 


: t 
; 


HEIGHT OF 
MOUNTING 








NO. OF 1500 
WATT UNITS 


WATTS 
PER POLE 
TOTAL WATTS Br ele nMig2tcoc the et 27000 30000 
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TYPICAL LAYOUTS FOR LIGHTING SPORTS AREAS 
FOOTBALL 


Bank of two floodlights 
made by clamping two 
single brackets back to back. 





1O-POLE PLAN 











The ten pole plan is recommended 
in all cases where the available 
funds will permit. The addition- 
al stations provide distribution 
of light not possible with fewer 
poles. In those cases where cost 
must be given precedence,the al- 
ternative eight pole plan can be 
satisfactorily used. It is sugg- 
ested that lamps of less voltage 
than the line voltage be used on 
eight pole layouts. 


MCUNTING HEIGHT 





Bank of five diffusing 
and projecting units. 


8-POLE PLAN 


SUMMARY 


ABOVE LOAD IS BASED ON OPERATION OF LAMPS AT RATED 
[RecoMMENDED| 10s] S| VOLTAGE. 10% OVER-VOLTAGE OPERATION IS RECOMMENDED 

IN ORDER TO OBTAIN 35% INCREASE IN LIGHT OUTPUT AT 
Pwinimum | 8 | 6 | 48 | tee INCREASE IN WATTAGE. 


NOTE: 
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RAYOLITES 


ADJUSTABLE SPOTLIGHTS 
CHRISTMAS TREES SMALL GARAGES 


SPECIAL OBJECTS SHOW WINDOWS 


FLOWER BEDS WORK SHOPS 


GARDENS CLOSETS 





An adjustable spotlight that can be plugged into a convenience outlet. It can be 
attached to a 4 inch outlet box or fastened to any kind of support into which a 
nail can be driven or screwed. This unit provides convenient and effective means 
of lighting many locations or objects that would otherwise be a lighting problem. 


The unit is completely adjustable to any angle. The reflector has three coats of 
hard vitreous enamel. The bracket is of wrought iron, paint. finish.All wing nuts 
are cadmium plated. Unit comes furnished with 4 feet of approved rubber covered 
wire and the connecting plug is moulded onto the wire. Can be used out of doors 
in positions where the reflector opening is directed downwardly and in any other 
positions with the reflector ovening protected with a moisture shedding cover. 


JUNIOR RAYOLITES 


Catalog Dia.Ref. Length Standard Package 
Number V Inches Inches Quantity |Weight 





SL 100 1 3 1-2 
SL 150 Bi 4 
SL 200 a 5 





SEE PAGE 39 FOR COVERS 


MACHINE LIGHTING LARGE GARAGES 


NIGHT CONSTRUCTION 


LIGHTING SHOWROOM LIGHTING 





SENIOR RAYOLITES 


Senior Rayolites owing to their larger size and greater weight are provided with 
an adjustable bracket of corresponding increase in size and strength but made of 
cast @luminum. This bracket is very flexible in adjustment. It will permit the 
reflector to be set at any angle to which its support will allow reflector to be 
swung. Bracket can be attached to vertical or horizontal pipe ranging from one 
to three inches in diameter or crossarms. poles and sides of buildings. 


SENIOR RAYOLITES DO NOT HAVE ATTACHMENT PLUG. 
PIG TAIL CONNECTION IS FURNISHED 


Catalog| List Code | Lamp |Dia.Ref. | Length | Standard Package 
Number Price |Word Watts Inches Inches Quantity |Weight 


SL 500 }|FRICES UFON/Slew | 300-500 16 15 5-8 re 10 
SL lOOO|AFPLICATION Slam | 750-1000} 16 7-8 16 1-2 tk 13 | 


STANDARD COLOR: GREEN OUTSIDE - WHITE INSIDE 
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SUMMARY OF CATALOG NUMBERS, TELEGRAPHIC CODES AND PRICES 


CATALOG LIST | CODE PAGE | CATALOG LIST | CODE PAGE CATALOG LIST | copE| PAGE 
NUMBER PRIGE | WORD | SCHEDULE] NUMBER] PRICE | WORD] scHepute}| NUMBER PRICE | WORD|SCGHEDULE 








































































































































‘CORD GRIP EASY DETAGHABLE UNITS. 
45 A High Mounting Type 
Refl srr t : HMED1OOO 9.00 Nova aN ee 
eilector apters oe Industrial Dome Type 
BOA $ .20 Beca 40 A —PUO“MOVE SYSTEM. EDRM60 5.20 irene Bt OA 
BXA -20 Beno 40 Aj _GHANGERS | -EDRM1O00 Seo Edril or OA 
Outlet Box Adapter | DMC 6 $5.00 cCud 7-8 A | EDRM150 3.50 Edrot 27 =A 
(See Vapor Proof Section) 1 DMC 7 6.00 Cap 7-8 A|EDRM200 4.10 Edrub rll 4 
Socket Adapters with Locknuts | DMC 9 iio Ole GLa: 7-8 A Standard Dome Type 
7020 $ .45 Belt 43 Aj DMC 11 9.00 Cork 7-8 A| EDDM60 $5.20 Edole ot A 
7021 -45 Bridge 43 Aj DMC 13 10.00 Cram 7-8 A | EDDM1OO 5.50 Edist ah Meg’ 
ALIGNERS DUO MOVE REFLECTOR UNITS EDDM150 3.50 Edpos 27 ~«OA 
STE a Duo-Move RLM Units EDDM200 4.10 Edort Ye WN 
Without Shock Absorber DMR60 $3.90 Rips on Shallow Dome Type 
580 -00 Anode 40 AJ| DMR100O 4.00 Relay 8 A| EDSM40 3.05 Edson 27) =O 
With Shock Absorber DMR150 4.20 Rend 8 A] EDSM60 5.15 Edsop 27 £# 
590 $ .00 Arbor 40 DMR200 4.80 Road 8 A|EDSM1O00 3.35 Edspa 27 A 
B means Brae pales A | EDSM200 3.95 Edsee 27 A 
° elap A Deep Bowl Type 
BOXES _ EDBM60 $2.90 Edbar 27 A 
(See Vapor Proof Section) Standard Dome Units EDBM100 Sor Rabie 2 ok 
BRACKETS | DMD60 $ 3.90 Dado 8 | EDBM150 3.50 Edbat 27 A 
DMD100 4.00 Dirk 8 A | EDBM200 5.090 Edbel oh ees: 
Goose-neck Pipe Bracket DMD150 4.20 Dial 8 A Symmetrical Angle Type 
GN $ -60 Pedal 31 Aj DMD200 4.80 Dank 8 A | EDAM60 veen0 Edart at ek 
Straight Nipple Bracket DMDS500 6.10 Daisy 8 A | EDAM100 2.20 Edane Ae ES ae 
PN § ~-50 Nape 50 A Deep Bowl Units EDAM200 27.95 Edash 27 6A 
Brackets for Floodlights DMB100 $ 3.80 Boat Soe A IPTIGAL ANGLE UNITS 
(See Floodlight Section) DMB150 4.20 Build 8 A Vertical Holder Type 
Vapor Proof Brackets DMB200 4.20 Brick 8 aAJ|EDEV60 $3.00 Edit 28 A 
(See Vapor Proof Section) DMB500 6.00 Blond 8 A | EDEV1OO 53.50 Edwin 23 ‘A 
DMB1000 8.90 Blame 8 A | EDEV150 4.20 Edile prog 
C ASS ST i EDEV 200 4.80 Edban joe I 
DMGS20 £9.70 Goats 9 A | EDEV500 8.70 Edpil 28 A 
ao UST COVERS “COMPLETE DMGS500 13.30 Garden 9 A|EDEV1O00 9.70 Edlop 28 A 
1008 $ 2.00 Care 39 A |DMGS1000 19.30 Gilder 9 A Horizontal Holder Type 
1009 2.50 Crow 39 =O i EDEH60 §$ 3.00 Elope 28 A 
1010 2.40 Coal 39 <A | DMAD200 : 9.70 8 Divider 9 A | EDEH1OO 3.00 Envy rain at 
1012 2.70 Camp 39 A |DMADSOQ 13.30 Dipper 9 #£A | EDEH150 4.20 Enid 28 A 
1013 2.90 Culp 39 =«OA LOW MOUNTING UNITS EDEH200 4.80 Epic 28 A 
1014 Oe LOM COL. 39 A FOR _H.P. MERCURY LAMPS EDEHSOO 8.70 Enon Awe oN 
1016 5.60 Cant 39 £ | DLM400 $ 9.10 Moll 16 EDEH1O0O0 9.70 Epod ray. IN 
eee a ment ae ‘ E E. D. RECTANGULAR ANGLE UNITS 
DUST COVER GLASS ONLY EASY DETACHABLE UNITS Vertical Holder Type 
08 Sare7OP Cab 39 «OA Industrial Dome Type EDTV60 $ 2.40 Tart 28 A 
09 -80 Can 39 <A | EDR60 $3.20 Earth 26 A | EDTV100 3.20 Tope 28 A 
010 -90 Car 39 <A | EDR1OO S00) part 26 A | EDTV200 4.20 Tome pas ow. 
012 1.00 Cob 39 A | EDR150 3.50 Earwig 26 A | EDTV500 8.70 Tish Asie ON 
013 1.10 Coo 39 A | EDR200 4.10 Easel 26 A | EDTV1000 Wal Tis 20 A 
014 1.20 Cot 39 A | EDRSOO 5.50 Eager 26 A Horizontal Holder Type 
016 1.50 Coy 39 A | EDR1OOO 7,20 Easton 26 A|EDTH60 §$ 2.40 Trig 28 A 
018 1.80 Cup 39 A Standard Dome Type EDTH100 3.50 Trop 28 A 
020 5.00 Cur 39 A | EDD6O 95.20 Eaves 26 A | EDTH200 4.20 Tarp patel GN 
DUST COVER GASKET ONLY EDD100 3.00 Ebon 26 A | EDTHS00 8.70 Toad as) IN 
80 $ .40 Cam 39 A | EDD1S50 Se) heila\o; 26 A | EDTH1000 9.70 Task 28 A 
90 -50 Cue 39 A | EDD200 4.10 Eddy 20° A 
100 .50 Coz 39 «a | EDD500 5.30 Edam 26 A £.0.SYMMETRICAL ANGLE UNITS 
112 -60 Cow 39 A Shallow Dome Type Vertical Holder Type 
113 -60. cat 39 a | EDS40 $3.05 EBssem 26 Aj|EDAV6O0 $$ 2.20 Kong 29 <A 
114 -70 Caw 39 <A | EDS60 Bie lks  IWycfeles 26 A | EDAV1OO Pin h0)  Vqodlie Ah IN 
116 -80 Cub 39 A | EDS100 3.45 Eslam 26 A | EDAV200 3.95 Kish 29 A 
ve i -90 Cod 39 A | EDS200 5,90: 8 nstil 26 A | EDAVSOO 4.95 Kind rene ht ye % 
L210) re OMG aax 39 A Deep Bowl Type EDAV1000 7.60 Kurd 29 A 
SHALLOW OUTLET BOX COVER EDB60 $2.90 Edge 26 «(A Horizontal Holder Type 
of al $ .50 Coat 40 aA | EDB1OO 3.10 Editor 26 A | EDAH60 $2. 20%. Koo. pac aw \ 
ohare -20 Cusp 40 aA | EDB150 S50, Effort 26 A | EDAH100 2.20 Keel 2) ks 
DEEP OUTLET BOX COVER EDB200 o.90 Blan 26 A | EDAH200 3.95 Kelp Ao eS 
C3 $ .35 Cape 40 a | EDBSOO 5.20 Elford 26 A | EDAHS5SOO 4.95 King 29 A 
C 4 -50 Clod 40 aA | EDB1000 6.40 Eltop A | EDAH1000 7.60 Kite 29 A 
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SUMMARY OF CATALOG NUMBERS, TELEGRAPHIC CODES AND PRICES 


LIST | CODE PAGE CATALOG LIST | CODE PAGE CODE PAGE 
PRICE | WORD| SCHEDULE| NUMBER PRICE | WORD| SGHEDULE WORD | SCHEDULE 
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£. D. WIDE SPREAD ANGLE UNITS | G1012 $ 2.30 Ghost Deep Bowl behile te 
Vertical Holder Type Gl1212 5.60 Gripe i ri BHUB60 $ 1.65 Beggar A 
EDKV60 $2.20 Kluge 29 A| G1216 7.25 Gender ye gh BHUP60 1.65 Beat = A 
EDKV100 2ee0 Rb pkey Ik Trutint Glass BHUB1OO 1.75 Bear 25 # 
EDKV150 2.90 Kepi 29 <A | G1012B $ 2.80 Grab i WN BHUP1OO i.79. Beach 257.04 
EDKV 200 5.95 Kand 29 A | Gl1212B 4.35 Grade ay IN BHUB150 1.95 Bath ray I 
Horizontal Holder Type G1216B 9.00 Growl 12 Aj BHUP150 1.95 Basket 23 A 
EDKH60 $ 2.20 Kate pkein gn For Abolite Diffuser Units BHUB200 2.009 Battle 235 A 
EDKH100 2.20 Koko poy IN Opal Glass BHUP200 Bel Barve a comes 
EDKH150 2.00 Kulm A | AG 10 $ 4.00 Gelid Logeee HEEL NECK REFLECTORS. 
EDKH200 3.95 Kopp AAG 12 6.00 Gavot BRGR ON Sym e+trical angle Type 
AG 14 8.50 Garret 13 AJ AH60 $ 1.45 Acid Couey 
ir AG 16 12.50 Gloss TL oPAR At LOO P6455 Acorn secure 
FORMED NECK REFLECTOR UNITS AH200 1.90) AGUOr Boon 
Elliptical Angle Type BEARDS Symmetrical 45 Angle Type 
EAF100 $ 3.50 Ermine Bow h Wire Guards for Reflectors AHS100 $1.45 Ambush 32 A 
EAF150 4.20 Eldom 32 a |(See Floodlight Section also) R.L.M. Dome Type 
EAF200 4.80 Elder 22 2B 0 $6755 Gate Somer Arla HOO $ 1.80 Rasp PRD ps 
EAF500 8.70 Elgin Oth 8 -85 Gable 39 <A | RH1OO 1.90 Rage ce ae 
EAF1000 9.70 Edgar 3D A 9 1,00 VWGart 39 A | RH150 2.20 Ramp 22 A 
Symmetrical Angle Type 10 eco Gag yey Ak RH200 2.60 Reed rapa AK 
AF60 $ 2.95 Angle PAN Lt 1.40 Game SO Standard Dome Type 
AF100 2.95 Altar Sa) UKs 1.50 Goal 39 A | DH6O $1.45 -)Divan )2eae 
AF200 3.45 Abbey DAM Oh 13 1.65 Garb 39 A | DH1OO 1.70" Dilly ce A 
AF500 4.95 Aster 24 A 14 1.80 Grasp 39 A | DH150 1.90 Dodge oe ee 
AF1000 7.60 Amber Ane 15 2.00 Gear 39 A | DH200 2.00 Derby rae IN 
Symmetrical 45 Angle Type 16 2.10 Gist 39 OA ~ Shallow Dome Type 
AFS100 $ 2.95 Alpha wr IN 18 2.50 Gash 39 =«OA SH25 $ .95 Fate PI IK 
R.L.M. Dome Type 20 3.00 Gong 39 A | SH6O 1.15 Foot 22 A 
RF60 $ 3.20 Roman 24 A 4.75 Grunt A | SH100 1.50 Factor Ze k 
RF1O00 3.30 Rich 24 A 7.90 Gorge A | SH200 1.90 Film 22k 
RF150 3.00 Rattan 24 A oe nea is tld sou 
RF200 4.10 Rack 24 A ° eve 
RF500 5.30 Rood 24 A (CARLO UANGEN: BH1OO 1.60 ‘Bray = coe 
RF1000 7.20 Rector SAA CHUL $91.75 Gross 39 <A | BH1S50 1.80 Berth ae 
Standard Dome Type HEEL NECK REF. WITH HOLDERS BH200 2.20 Beetle Pas 
DF60 3.20 Design 24 A Symmetrical angle Type _HOLDERS 
DF100 ; 5.90 oan 24 A AHUB60 $ 1.60 Arch 33 A EASY DETACHABLE TYPE 
DF150 3.50 Detour 24 A | AHUP6O 1.60 Agent 235 A Vertical 
DF200 4.10 Dove 24 a | AHUB1OO MeGOUeAslegecos AvlanDVeL $ 1.00 Yoke 42. 
DF500 5.30 Dexter 24 A | AHUP1OO eOOm ALLDL eee AN GDVE Se 1.50 Yam 42 A 
Deep Bowl Type AHUB200 2.10 Adage 23 A Horizontal 
BF60 $ 2.90 Berg peyeb  IN AHUP200 SeLOP ALLOnW cot Ay bsoboe $ 1.00 Yule 42 A 
BF1OO 3.10 Blush ah iN R.L.M. Dome Type EDH 2 1.50 Yell 42 <A 
BF150 3.50 Blimp 24° al | RHUB6O )i$. 2-95) Relive: 23704 Outlet Box Type 
BF200 3.50 Bobbin 24 A RHUP60 1.95. Retort 23 A | EDM l $ 1.00 Yank 42 A 
BF500 5.20 Boom 24 A | RHUB1OO 2.09 Ream 25° A For Brass Shell Socket 
BF1000 6.40 Brake 24 A RHUP1LOO ZOD Rope 23 A | UB -15 Hemp 4) ak 
_GLASS-STEEL TYPE. RHUB150 200 Rogue 23° A For Porcelain Shell Socket 
RHUP150 2.55 \ Raréueconea we Ue $ .15 Hash 4) oe 
GSF200 $9.00 Glint 12 A} pHype00 2.75 Raid 23 A For Weather Proof Socket 
GSF500 12.50 Grand 12 AJ pHypg00 2.75 Reek 23 aA | UW $¢ .15 Hood 42 & 
GSF1000 18.50 Garbo dies AN Standard Dome Type 
ABOLITE DIFFUSER TYPE DHUB6O $41.60 Dogma 23 A SCREW TYPE HOLDERS 
ADF200 $9.00 Adfos 13 A| prnpeo ie BOUL DaWar ane aa 2CREW VEE SOLDERS. 
ADF500 12.50 Adfil 15 AJ pxuB100 Ls SO sDOUDtearco mE A: For "X" Type Neck Reflectors 
ADF1000 18,50 Adfag 13 Al! pHUP100 1.85 Drawl 23 A Pendant Type 
ADELSOO 85 00 a ASLAM LS 1A) | HUBLI SOM eo Cosme Drama mn > omni) EecmE $1.10. Hand) )e4ieee 
FOR H.P. MERCURY LAMPS DHUP150 2. 0S, Drekduncomrs Q2 1.60 Hard 41liean 
DHUB200 Ae OO MeDII Nie co mrA en) Cee 1.30 Hope 41 A 
FLM400 $8.70 Mead 16 AJ] pHyp2e00 2.65 Dwell 23 a | CQ 2 1.80 Hurt 41 A 
FLANGES Shallow Dome Type CQsl 2.90 Handy AbDGee 
peli) a te ew TL SHUB25 S52510 Sump 235 A | CQs2 2.70 Haste 4 ara 
oes POR bene ue SHUP25 1.10 Swat 23 A Outlet Box Type 
Ww p_-55_ Flag 31 SHUB60 173048 (Snapieeoure lee $1.10 Heat 41 A 
G SHUP60 1.530 Swap 23 a | M2 1.60 Head | 410% 
GLOBES SHUB100 1.65 Silt 25-08 M 3 1.10 Helm 41 A 
eit Sa SHUP1OO NAS: Spatmrcoum a M 4 1.60. Hall 41 A 
For Glass-Steel Units SHUB200 2.05 Simp 23 Aa |CM1l 1.50 Host 4) 4k 
Opal Glass SHUP200 SOS Sal taeoae 2 2.00 Hilt A 
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SUMMARY OF CATALOG NUMBERS, TELEGRAPHIC CODES AND PRICES 


CATALOG LIST | CODE PAGE 
NUMBER PRICE | WORD| SCHEDULE 


ISLAND . TING UNITS 
With Window in Monitor Top 
IRS500 $14.00 Island 


IR500C 
IS500 


Islet 
Islam 
UNIS 
Iron 
Idle 
Iris 
Itch 
Idea 


44 
44 


$11.50 
15.00 
INDIRECT 
$ 6.00 
6.00 
7.00 
7.50 
9.00 


IA100 
IK100 
ID200 
IG200 
IG500 


33 
33 
33 
33 
33 


RAYOLITES 
Junior Type 
$ 2.95 Slab 
5.55 Slot 
5.60 . Slip 
Senior Type 
Nrite for Slew 


SL100 
SL150 
SL200 


SL500 
SL1000 prices Slam 
SEPARABLE SOCKET UNITS 


Glass-Steel Type 


SGS200 $9.30 Smooth 10 
SGS500 12.90 Smelter 10 
SGS1000 18.90 Spangle 10 


Abolite Diffuser Type 


SAD200 $9.30 Soot 10 
SADS00 12.90 Stud 10 
R.L.M. Dome Type 
SRF60 oOo, DON OA lade yl) 
SRF100 3.60 Sedan 5 ha 
SRF150 5.80 Solar all 
SRF200 4.40 Slate ale 
SRFS500 5.70 Sword ik 
SRF1000 7.60 Shaft aL 
Standard Dome Type 
SDF60 e205 Du Sunt shah 
SDF100 3.60 Snipe cas 
SDF150 5.80 Shell idk 
SDF200 4.40 Siren jal 
SDF500 5.70 Stock ai 
Deep Bowl Type 
SBF100 $ 3.40 Staff Lt 
SBF150 3.80 Spire Ta 
SBF 200 5.80 Stump sue 
SBF500 5.60 School 11 
SBF1000 G.o00 Springs Lt 
Symmetrical Angle Type 
SAP LOOM eee oeco 8, Sands 1) 
SAF200 Se7o Shadow 11 
SAF500 Does) Sfoeeteyeiey alat 
SAF1000 8,00 “Sailor 1 
SOCKETS 
Socket for Duo-Move System 
7000 $ 1.80 Shot 43 
7001 2.40 Sigh 43 
Duo-Move Socket Parts Only 
7002 $ .80 Skid 43 
7003 1.40 Sash 43 
7004 1.00 Shod 43 
Pull Chain Socket 
7011 Sol.50 7 Spare 43 
With Shock Absorber 
7012 $ 1.95 Span 43 


44 F 
Without Window in Monitor Top 





Pip bbb rr Per rr Per rrr Pre Pr 


> bP PPP Pb 


CATALOG 
NUMBER 


ROM & 
PRICE 


Two Piece Easy 


CODE PAGE CATALOG List 
WORD] SGHEOULE}] NUMBER PRICE 


Wiring Socket 


7005 $1.05 Speed 43 A 
7006 1.50 Sound 43 <A 
With Shock Absorber 
7007 Sel cl5p tSoun. 9-45: A 
7008 1.60 Solo 43 A 
Ventilated Socket 
for H.P. Mercury Lamps 
7018 Si0:750 Soak 43 A 
With Shock Absorber 
7019 SOL sbO = ahagie 45 A 
For Easy Detachable Holder 
7015 s 40 Salvo 43 A 
7016 70 Sport 43 A 
Shock Absorbing Spring 
7010 Si, 20) “Abso' § 45-04 
Adapter and Locknut Assembly 
7020 o0 ¥,45> SRelt> #45405 
7021 -45 Bridge 43 A 
iB 


THREADED NECK REFLECTORS 


THREADED "X" TYPE NECK REF. 


R.-L.M. Dome Bare 
RX60 $°2.l0. Ranch. 18> 4 
RX100 2.20 Rebus 18 A 
RX150 2.40 Ribbon 18 A 
RX200 OOO RUS tLGe oles) A 
RX500 3.70 Royal eh aN 
RX1000 5.60 Raft ey ted 
Standard Dome Bare 
DX60 pS) Dome 18 A 
DxX100 Real Lb gp brad YN SP le 
DX150 2.40 Delta 18 A 
DxX200 3.00 Din Ouse Lo mee 
DxX500 3.70 Damper 18 A 
Deep Bowl Bare 
BX100 $ 2.00 Bowl 18 A 
BX150 2.40 Block) 516 > 7s 
BX200 2.40 Brood 18 A 
BX500 3.60 Bank ites 
BxX1000 4.40 Beaver 18 A 
RLM Dome and Type "Q” Holder 
RXQ60 $ 3.20 Lad 19 +A 
RXQ100 3.350 Lax Lr an 
RXQ150 3.90 Leg OTA: 
RXQ200 4.10 Lid 19 +A 
RXQ500 5.50 Lip 19 A 
RXQ1000 7.20 Lob 19 A 
RLM Dome and Type "M" Holder 
RXM60 $ 3.20 Lisp 20 A 
RXM1O00 5.30 Loaf 20 A 
RXM150 3.50 Loop B05 ok 
RXM200 4.10 Lord 20 A 
RXMS00 5.30 Lout oO Le 
RXM1000 7.20 Luff 20 A 
Standard Dome and "Q* Holder 
DXQ60 $ 3.20 Lace 19 A 
DXQ100 3.30 Lack 19 +A 
DXQ150 3.50 Lady 19 Ok 
DXQ200 4.10 Land Loos 
DXQ500 5.30 Lava Lo A 
Standard Dome and "M* Holder 
DXM60 $ 3.20 Lush 20 A 
DXM100 3.30 Lure 20 A 
DXM150 3.50 Lung 20 A 
DXM200 4.10 Lump 20: 2 
DXM500 5.30 Limp £0 7 A 


ABOLITE 


CODE 


Deep Bowl and "Q" Holder 


BXQ1OO $ 3.10 Leaf 19 
BXQ150 3.50 Leap 19 
BXQ200 3.50 Lean 19 
BxXQ500 9.20 Lime 19 
BXQ1000 6.00 Link 19 
Deep Bowl and "M" Holder 
BXM100 $ 3.10 Lug 20 
BXM150 3.50 Law 20 
BXM200 3.50 Lead 20 
BXM500 5.20 Lone 20 
BXM1000 6.00 Loft 20 
Glass-Steel Diffuser Units 
GSQ200 $9.00 Dingle 12 
GSQs00 12.50 Dowel 12 
GSQ1000 18.50 Daub 12 
With Heavy Duty "CQ" Holder 
GSCQ200 $ 9.20 Gull 12 
GSCQ500 12.70 Grid 12 
GSCQ1000 18.70 Gram 12 
ABolite Diffuser Units 
ADQ200 $ 9.00 Ditch 13 
ADQ500 12.90 Douse 13 
ADQ1000 18.50 Dodder 13 


With Heavy Duty "CQ" Holder 
ADCQ1500 $55.00 Dimple 13 


Low Mounting Units 


for H.P. Mercury Lamps 
XLM400 $ 7.00 Muck 16 
Q2LM400 8.60 Malt 16 
| CQLM400 8.80 Wane 16 
MLM400 8.60 Mari 16 
CMLM400 8.80 Mass 16 

High Mounting Units 
HMCQ1000 $10.00 Norm L? 


THREADED NECK TYPE 
FOR WEATHERPROOF SOCKET 
Symmetrical Angle Type 


AA60 $ 1.60 Anchor 25 
AA1OO 1.60 Apex 25 
AA200 2.10 Albino 25 
Re-LeM. Dome Type 
RA60 $ 1.95 Regent 25 
RA1OO 2.05 Repub 25 
RA150 2.35 Resolv 25 
RAZO0O 2.75 Ridge 25 
Standard Dome Type 
DA60 $ 1.60 Diadem 25 
DA100 Loo Diner 25 
DA150 2.05 Digger 25 
DA200 2.65 Dirge 25 
Deep Bowl Type 
BA60 $ 1.65 Brand 25 
BA100 1.75 Branch 20 
BA150 1.95 Book 25 
BA200 2.59 Beast 


UTILITY LIGHTS 


RLM Dome & Goose-neck Bracket 


PAGE 
WORD | SCHEDULE 


> fp bb > PrP Pre pre Pr>hr>r> bee pb 


PP Pr rb PrP Pp 


URF100 £24,207 Drak 61 aaa: 
URF150 4.45 Urge ope IN 
Standard Dome & Goose-neck Bkt 
UDF100 $ 4.25 Udam ea it 
UDF150 4.45 Uder ol A 
Shallow Dome & Goose-neck Bkt. 
UFF100 $ 4.25 Ufage SH i 
UFF150 4.45 Ufmor othe IN 
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SUMMARY OF CATALOG NUMBERS, TELEGRAPHIC CODES AND PRICES 


With Easy Detachable Holders 
| and Straight Pipe Bracket, 
Industrial Dome Type 


URH1OO $ 3.95 Uno 
URH150 4.15 Uma 
URH200 4.75 Urp 

Shallow Dome Type 
USH60 $ 3.85 Ulm 
USH100 5.95 Ups 

Symmetrical Angle Type 
UAH60 $ 2.85 Umbo 
UAH100 2.85 Unto 
V 


50 
50 
350 


350 
30 


30 
50 


>> Pr bbe 


VENTILATED NECK REFLECTORS 


High Mounting Type 


HMOT400 $12.50 Nick ey 
HMVN400 11.00 Node lg 
R.L.-M.Dome Type 
RVN60 $ 3.50 Ranger ra 
RVN1OO 3.60 Radish 21 
RVN1LS5O 5.380 Rafter 21 
RVN200 4.40 Raffle 21 
RVN500 5.70 Raglan all 
RVN1000 7.60 Ramose pai 
Standard Dome Type 
DVN60 $ 3.50 Discus aan 
DVN100 5.60 Dander ran 
DVN1L50 5-80 Dapple Pail 
DVN200 4.40 Deacon alt. 
DVN500 5.70 Dicker 21 
Deep Bowl Type 
BVN1OO $ 3.40 Badger 21 
| BVN150 5.40 Ballad 21 
| BVN200 5.380 Balsam 21 
BVN500 5.60 Barley raat 
| BVN1000 6.80 Baboon 21 
Symmetrical Angle Type 
AVN100 $ 3.25 Abrade 21 
AVN200 5.75 Accost 21 
AVNSOO 5.25 Adduce rai 
AVN1000 7.90 Afflux ait 


VAPOR PROOF FITTINGS 
VAPOR PROOF WALL BRACKETS 
45 Angle Without Guard 


45 $ 4.75 Wallop 37 
With Guard 
45 G $ 6.00 Walger 37 
90 Angle Without Guard 
90 #¢ 4.75 Willow 37 
With Guard 
90 G $ 6.00 Wismer 37 
With Key Socket No Guard 
90 K $ 7.80 Winton 37 
With Key Socket and Guard 
90 GK $ 9.20 Wallet 37 
OUTLET BOX COVERS 
Blank 
VCB Sa. DOsRCrLOD 37 
Tapped 1-2 Inch 
VCF $ .60 Crab 37 


REFLECTORS WITH V.P. FITTINGS 
Conduit Suspension Type 


VPJ100 
VPJ150 
VPJ2Z00 
VPD100 
VPD150 
VPD200 


¢ 5.45 
6.40 
6.90 
5.45 
6.40 
6.90 


Alcove 
Album 
Adapt 
Anzac 
Abhor 
Acrid 


Pr pr PrP rr Err rp errhp bb 


> 


He 


be 


> > > bb b> 





Ve Jd100 









VAP200 


VA 


75G 
75 

100 
150 
200 
500 





sassacsqc 















JR100 
JR150 
JRZ00 


JD1OO 
JD150 
JD200 





WPG1OO 
WPG150 
| WPGZ00 
WPGSO0O0 


WPGGLO 
WPGR1O 


GRH1OO 
GRH150 
GRH200 


VG1OO 
VG150 
VG200 
VG500 


VAPOR PROOF UNITS 


Outlet Box Type 
$§ 5.45 Alarm 


R.L.M. Dome Type 


$18.00 Vanish 


POR PROOF 


$ 4.90 Pian 
Seco Prod 
3.75 Vap 
4.20 Vag 
4.20 Von 
5.60 Vet 





R.L.M. Dome Type 
$ 2.25 Jewel 

2.75 Jasper 
3.25 Jade 


Standard Dome Type 


$ 2.60 Jam 
Oe LOM oak 
Boats; ‘Aone 
GLOBES 


$ .75 Wasp 
90 Wait 
1.20 Wage 
1.60 Whiz 


Oo $1.50 Whet 
@) 1.75 Wong 


_GUARDS. 


$ 1.80 Vase 
2.90 Vent 

Le COmIOLCe 
For V.P. Fixtures 
$ 1.25 Gump 
1.50 Grog 
Ve75) GEub 
Die OpmG Gat 
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FIXTURES 






LIST | CODE PAGE CATALOG CiSTs I= COE 
PRICE | WORD| SCHEDULE! NUMBER PRICE | WORD] acHEDULE 
$ 


35 


VvcoJ1s50 6.40 Advent 355 
vVcJ200 6.90 Addict 35 
VCD100 5.45 Adult 35 
VCD150 6.40 Alack 35 
VcD200 6.90 Amend 35 
Symmetrical Angle Type 
PLA200 # 9.00 Plaza 35 


VR100O $ 6.00 Saber 36 
VR150 6.75 Sabot 36 
VR200 8.25 Sachem 356 
VRS500 10.75 Sack 36 
Standard Dome Type 
VD100 $ 6.00 Scion 36 
VD150 CuO oCcOts 36 
VD200 Sacoescoury 36 
VDS500 10.75 Screw 36 
Deep Bowl Type 
VB100 $ 6.00 Sartor 36 
VB150 6.40 Saturn 36 
VB200 7.00 Saxon 36 
VBS00 9.05 Scalp 36 
Symmetrical Angle Type 
VA100 $ 6.65 Section 36 
VA200 7.20 Seat 36 
VAS500 10.00 Sentry 36 


COMPLETELY ENCLOSED UNIT 


34 





38 
38 
37 
37 
37 
37 


REFLECTORS FOR V.P, FITTINGS 


34 
34 
34 


34 
34 
354 


CLEAR GLASS GLOBES 


38 
38 
38 
38 


COLORED GLASS GLOBES 


38 
358 







Pore dts Type. Pm canes 


35 
35 
595 


38 
38 
38 
358 









OUTLET BOX ADAPTER 




























A| VPA »60 Varlet Oe 
A VAPOR PROOF OUTLET BOX 
A | VPB 1.05 Limb 37 
FLOODLIGHT - SECTION 
rn BRACKETS 
Open Wiring Type 

Ad 0.B $ 5.00 Fan 49 F 

ww We Le Ose og SORE 

Concealed Wiring Type 
SB $7.90 Flow DL e 


REFLECTORS 


OF500 $ 9.50 Feat 45208 
OF1000 10.50 Fawn 48 F 


DIFFUSING FLOODLIGHT UNITS 


With "OB" Single Bracket 
and Service Fitting. 

| OFO500 $16.00 Free 49 F 

OFO1000 L700 7 Frog 49 F 





With *TB" Triple Bracket 
And Service Fitting. 
TFOS500 $48.00 Floor 50 F 
TFO1000 o1l.00> Fling) = 50men 











With "WB" Concealed Wire 
Bracket & Service Fitttg 
SOF500 $18.00 Flop on 
SOF1000 Lo. 00g ELI x 51 


PROJECTING FLOODLIGHT UNITS 


With "OB" Single Bracket 
Wide Beam Projector & SF 
OFOS500 $20.00 Flip 49 
OFOS1000 21.00 Foul 49 

With Long Range Projector 
OFOT500 $22.00 Fret 49 
OFOT1O00 23.00 Fern 49 


> PrP PrP rer r br Pb 


hy hg 



















a 










ee? a | 













With "TB" Triple Bracket 

































A Wide Beam Projector & SF 
A | TFS500 $60.00 Field 50 F 
A] TFS1000 63.00 Frank [07 
With Long Range Projector 
A} TFT500 $66.00 Frame 50 F 
n TFT1000 69.00 Friar 50 F 
With Concealed Wire Bracket 
And Wide Beam Projector 
A | SOFS500 $22.00 Flam Sl at 
AUIeSOFSLOCOM 25 00m tour 01 Sar 
A With Long Range Projector 
A’| SOFTSOO $24.00 Fork Ola 
SOFT1000 25.00 Font Sl ae 
A GUARDS 
A 
















FG $75.50 Frigid 48 F 
PROJECTORS 









Wide Spread Beam 
SP $ 4.00 Folio 46 F 
Long Range Beam 
ghas #$ 6.00 Fleet 47 F 
SERVICE FITTINGS 


Two Wire 
-60 Fracas 





















a a ee 
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ABOLITE SPECIAL TELEGRAPH CODE 


HOW SOON CAN YOU SHIP 


PoVeirk  RerEEP STORRS 
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| ABREAST 

. HAVE YOU IN STOCK ACURUS 
HAVE YOU SHIPPED ORDER ACCENDO 
WIRE ME SHIPPING REPORT REGARDING WIMPORT 
SHIP AT ONCE VIA FREIGHT ACCENT 
SHIP AT ONCE VIA EXPRESS ACERB 
WANTED AT ONCE, WIRE WHEN YOU WILL SHIP ACCIDENT 
ADD TO OUR ORDER ACARINA 
DORIC ATEAOURNORDER pose eee er a a ee  ACATER 
DOODIEORINC TRUCTIONS 0 oe ek Se ag i EE AGCCEasoRY 
CHANGE OUR ORDER NUMBER TO READ ACCITE 
REFERRING TO OUR ORDER OF ACCLIVE 
REFERRING TO YOUR ORDER OF ACCLIVITY 
MR VERS Sat UTE ares eno ee ees rh et AA CCLOY 
WIRE REPLY ALBUMEN 
ANSWER BY FIRST MAIL AMBIGUOUS 
WE CAN SHIP ACCLAIM 
WE HAVE SHIPPED ACCOMMODATE 
CAN SHIP ON RECEIPT OF ORDER ATTONEMENT 
WE HAVE IN STOCK ALL EXCEPT ATTAINDER 

YOU MAY SUBSTITUTE ATTAINMENT 

| ORDER UNAVOIDABLY DELAYED, EXPECT TO SHIP ATROPHY 

| GAN USHUIPAIN== DAYS ie et ea —AUTHENTIC 

| GIVE DATE OR NUMBER OF ORDER REFERRED TO AVOUCH 

. EXPECT TO MAKE SHIPMENT AXIFORM 

YOUR ORDER OF—WAS SHIPPED VIA FREIGHT. —AXIOMATIC 

| YOUR ORDER OF—WAS SHIPPED VIA EXPRESS. A XORY 

| SEND US SAMPLE OF ___ SAMPLET 
RENGIUSEUWOICAMPLES OF. > fe he tS ee ee SAMPLEMOR 

| SEND SAMPLESION MEMO-ANDI BILL US... ls SAMPLEMEMO 


EXAMPLE OF TYPICAL CODED WIRE AND TRANSLATION 
CODED WIRE 
ABOLITE REFLECTOR COMPANY 
WEST LAFAYETTE OHIO 
ACCIDENT FIFTY DIPPER STOP SAMPLEMEMO TWO SLIP 
YOUR NAME 
TRANSLATION 
ABOLITE REFLECTOR COMPANY 


WEST LAFAYETTE, OHIO 
WANTED AT ONCE WIRE WHEN YOU WILL SHIP FIFTY DMAD~S0O 


STOP SEND SAMPLES ON MEMO AND BILL US FOR TWO SL-200 


YOUR NAME 


ABOLITE 
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ATLANTA 


BALTIMORE 
AND 
RICHMOND 


BOSTON 


CHICAGO 


CLEVELAND 


DALLAS 


DENVER 


DES: RO LG 


INDIANAPOLIS 


LOS ANGELES 








ABOLITPEV RE REE GTORS 





M.L. WHITMAN 
703 BONA ALLEN B 
WALNUT 0978 


L.T.McGouRT 
1S SO. FREDERICK 


PLAZA 0076 


H.W. MACLEOD 
22 PITTSBURGH ST 
LIBERTY 4518 


W.M HOWARD 
2230 N CANAL ST. 
FRANKLIN 6263 


L.P. COLEBROOK 
815 HANNA BI_DG. 
MAIN 9146 


H.T. CORY 
1714 LAWS ST. 
2-6039 


W.E. YOUNG 
2011 CHAMPA ST. 
KEYSTONE 1019 


A.B. MCCHESNEY E 


| aBol ILE DISTRIGiIRREPRESENTAMIV Gs 


MILWAUKEE 
LDG 


cr NEW YORK 


PHILADELPHIA 


PIT TSBURGH 


PORTLAND 


> HEeOUIS 


SYRACUSE 


7310 WOODWARD AVE. 


TRINITY 2-4543 


RAY KNOOP 
1024 DREXEL AVE. 
IRVINGTON 5197 


W. E. WELBORNE 
2835 W. PICO ST, 
RE 5533 


SAN FRANCISCO 


FOREIGN 


ABOLITE 





JOHN P. HOPKINS 
GEO. RICHARDS B&B GO 
557 W.MONROE ST. 
CHICAGO ILLINOIS 
FRANKLIN 5192 


W.J. WICKENHEISER 
30 IRVING PLACE 
GRAMERCY 5-4570 


V.G. CHRISTIANSEN 
1107 FARNAM ST. 
ATLANTIG 5540 


HARRY G. ANSGHUETZ 
17 NORTH FIFTH ST. 
MAIN 8155 


GE WEHNER 
1739 STRATMORE AVE, 
WALNUT 0377M 


JOS PAULSON 
1720 N E 6TH ST. 
GARFIELD 2844 


R.V. HUGHES 
911 LOCUST ST. 


GARFIELD 2887 


D. K. POST 
405 S. TOWNSEND ST, 
5= 5333 


H.J. KJAER 
14S SECOND ST- 
GARFIELD 6430 


S.A-RAPIER EXPORT MGR. 
19 RECTOR ST. 
NEW YORK CITY 





THE JONES METAL PRODUCTS COMPANY 


WEST LAFAYETTE, OHIO 


INDUSTRIAL LIGHTING EQUIPMENT 
aieg OCTOBER 1, 1936 


lite 





LUXRAY LINE 
PORCELAIN ENAMELED STEEL REFLECTORS 


NET PRICE EACH TO DISTRIBUTORS 





Shallow Dome Reflectors 
With Heel Type Neck For 214”” Shade Holders 








Catalog Diameter Standard Lamp Broken Unbroken 

Number Inches Package Watts Package Package 
100 10 10 25-60 .50 .35 
120 12 10 75-100 .60 .45 
140 14 10 150 -80 .60 
160 16 10 200 1.00 75 


Industrial Dome Reflectors 


With Heel Type Neck For 214” Shade Holders 


12 124% 10 50-100 1.00 75 
14 14 10 150 1.15 .85 
16 163% 10 200 1.40 1.00 


Industrial Dome Reflectors 


With Formed Neck and Keyless Socket 


121 12 10 75-100 1.75 1.30 
141 14 10 150 1.85 1.40 
161 16 10 200 2.15 1.60 





Shallow Dome Reflectors 
With Formed Neck and Keyless Socket 


125 12144 10 75-100 1 ba ds 1.30 
145 14 10 150 1.85 1.40 
165 16%% 10 200 2.15 1.60 





Angle Reflectors 
With Horizontal Fitting and Socket 


85 8 10 50-60 1.15 .98 
&7 8 10 75-100 1.15 .98 
107 10 10 150 1.30 110 





With Vertical Fitting and Socket 


86 8 10 50-60 1.15 .98 
88 8 10 75-100 1.15 .98 
108 10 10 150 1.30 1.10 








Luxray Reflectors are supplied only in 
Green color outside, White inside. 


Supplementing Distributors Discount Sheet of April 6, 1936, and sub- 
ject to terms and conditions of sale stated therein. Prices subject to 
change and withdrawal without notice. 





ABOLITE REFLECTORS 


CONDITIONS OF SALE 


Terms and Discounts: Terms are thirty days net, or 2% allowed for cash on invoices 
dated Ist to 15th if paid on 25th, on invoices dated 16th to 31st if paid on 10th of fol- 
lowing month. 


Quantities and discounts apply to one delivery to one consignee. 
Prices and discounts are subject to change without notice. 
Minimum Billing. No order will be billed at less than $1.00 net. 


Assortment of Material: Schedule “A”: Assortment of materials is permitted in making 
up quantities to obtain maximum discounts but must include at least one unbroken stand- 
ard package. 


Schedule “F’”’ . Discounts are based upon complete Flood Lighting Units. 


Shipments: Schedule “A’’: Deliveries are F. O. B. cars, West Lafayette, Ohio, or F. O. 


B. our warehouse at our option, with freight allowed to point of destination on all orders 
for shipments weighing 100 lbs or more. No allowance is made on orders for shipments 
weighing less than 100 lbs. 


All orders for express shipment of less than 100 Ibs. are at Consignee’s expense. On or- 
ders for express shipment of more than 100 lbs., buyer will be allowed, when due, an 
amount equivalent to allowable freight. 


Schedule “F”: Deliveries are F. O. B. cars, West Lafayette, Ohio, with full freight al- 
lowed to point of destination on all shipments. 


On floodlights and floodlight materials ordered for shipment by express, buyers will be 
allowed, when due, an amount equivalent to allowable freight. 


Goods are shipped at purchaser’s risk. Our responsibility for safe delivery ceases when 
they have been received in good condition by the transportation company. 


The Jones Metal Products Co. will use its own discretion in routing all shipments upon 
which it assumes transportation charges. Shipments will be made in any manner re- 
quested by the customer if the customer will assume the extra transportation costs. 


Packing: No charge will be made for packing, except on orders for glassware in broken 
package quantities without the corresponding fixtures, when packing will be charged at 
cost. 


Returned Goods: No products will be accepted for return unless accompanied by a ‘‘Re- 
turned Material Permission Slip,” which can be obtained only from the general office of 
the Company at West Lafayette, Ohio. 


For products accepted for return a credit will be issued at the prices prevailing at the 
time of shipment or at the time of return, whichever is lower, from which will be de- 
ducted the expense for return transportation and a minimum service charge of 10% of 
the invoice value to cover the cost of handling, packing, unpacking and placing of the 
products in salable condition. Products returned for defects in manufacture, delay in 
delivery or errors in shipment will be accepted at full credit and without service charge. 


Requests to return material must be made within 4 months from date of shipment. 


Sales Taxes: The amount of any present or future sales or other tax, Federal or state, 
which the manufacturer now or hereafter shall be liable for or required to pay, either 
on its own behalf or on behalf of the purchaser or otherwise, with respect to the material 
covered hereby shall be added to the prices contained herein and paid by the purchaser 
in the same manner and with the same effect as if originally added thereto. 


Jones Metal Preducts Company 


WEST LAFAYETTE, OHIO 


ABOLITE REFLECTORS 
DISTRIBUTORS DISCOUNTS 


January I, 1937 


Superseding all other discount sheets and notices regarding prices issued up to date. 





Schedule Quantity Distributor Jobber sos nacata Consumer 
Reflectors Less than standard pkg._|----30 % | 25 Joy SD 0 OGRE ia eee 
Lighting Fix- 1 standard pkg. or more_|------48 7 | 37% | ____ 30. Go aree 10% _ 
tures and 5 standard pkgs. or more_|-----48 7 —___| Ay (ges eared 35 Tos aaan | ee 20 % ___- 
Accessories 


Applies to lighting fixtures and equipment and sockets, fittings, attachments and ac- 
cessories listed under schedule “A’’ and subsequent catalogs and supplementary bulletins 
and announcements. 








Schedule Quantity Distributor Jobber Contractcr Consumer 


Dealer 


Open Type /Any quantity... be Yona FAG To seh. 40 Yn a2 Gdeees 
Floodlights 




















Applies to Floodlighting Projectors, Open Type Floodlights and all other floodlight- 
ing materials listed under Schedule “‘F’’ and subsequent catalogs and supplementary bul- 
letins and announcements. 


All products in these schedules are offered for sale or sold only at the discounts given 
above to the various classifications of trade noted in the heads of columns and defined be- 
low. Subject to all terms of sale and conditions enumerated under ‘‘Conditions of Sale.” 


CLASSIFICATIONS OF TRADE 


Distributor. A distributor is any firm (individual, partnership or corporation) performing the functions of 
wholesale distribution as defined in the Code of Fair Competition for the industry or trade group of which such 
firm is a member, and who resells the products coming within the scope of these schedules to other classifica- 
tions of trade listed herein, and who is appointed by the manufacturer to aggressively promote the sale of his 
products, such appointment being duly accepted by such distributor. 


Jobber. A jobber is any firm (individual, partnership or corporation) performing the functions of wholesale 
distribution as defined in the Code of Fair Competition for the Industry or Trade Group of which such firm is 
a member, and who resells the products coming within the scope of these Schedules to other classifications of 
trade listed herein. 


Electrical Contractor, Electrical Contractor-Dealer and Dealer. An electrical contractor is any firm, individ- 
ual partnership or corporation, who installs electrical equipment and supplies as a business for individuals or 
firms, and who is licensed where required by state and local governments. A dealer is any firm who purchases 
electrical equipment and supplies for resale. 


Consumers. Consumers are all users except those otherwise listed above. 


Jones Metal Products Company 


WEST LAFAYETTE, OHIO 
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